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A range of 1/4" plated or stainless steel wash 
lances available in various sizes.
Description	 Order Code	 Price
Plated 120mm	 SKS01454/01	 £2.14
Plated 320mm	 SKS01454/02	 £1.60
Plated 600mm	 SKS01454	 £3.88
Plated 1000mm	 SKS01456	 £5.61
Plated 2000mm	 SKS01457	 £9.02
Stainless Steel 100mm	 SKS01450	 £2.77
Stainless Steel 320mm	 SKS01450/01	 £3.66
Stainless Steel 600mm	 SKS01452	 £6.46
Stainless Steel 1000mm	 SKS01452/01	 £10.39
Stainless Steel 2000mm	 SKS01452/02	 £20.27

Description	 Order Code	 Price
ST2300 High	 SKS01000	 £17.17
Pressure Gun		

Lance connection 	 1/4" BSP female. 
Inlet connection 	 3/8" BSP female. 
Maximum Pressure:	 4500 psi (310 bar), 
Max. Temperature:	 150°C (330°F), 
Maximum Flow:	 45 litres/min 	

(10 gal/min).

These guns are designed for use on high pressure wash down systems. Ensure water supply does not 
exceed gun specification.

Description	 Order Code	 Price
ST2300 High	 SKS01001	 £32.55
Pressure Gun with 
Kew Quick Connect		

Lance connection via quick release coupling to suit 
KEW type male lance connector.

Inlet connection 	 3/8" BSP female.
Maximum Pressure:	 4500 psi (310 bar), 
Max. Temperature:	 150°C (330°F), 
Maximum Flow:	 45 litres/min 	

(10 gal/min).

Description	 Order Code	 Price
ST2300 High	 SKS01002	 £35.00
Pressure Gun with 
Kew Quick Connect 
& Swivel		

Lance connection via quick release coupling to suit 
KEW type male lance connector. 
Inlet connection 3/8" BSP female swivel. The swivel 
allows easier handling of the gun and hose assembly.
Maximum Pressure:	 4500 psi (310 bar), 
Max. Temperature:	 150°C (330°F), 
Maximum Flow:	 45 litres/min  	

(10 gal/min).

Screws onto the end of any 1/4" lance and acts 
as a nozzle protector for any 1/4" nozzle. 
(Excluding 330mm insulated lances).
Description	 Order Code	 Price
Plated	 SKS01630	 £2.15
Stainless Steel	 SKS01630/02	 £4.32
As above to suit 330mm insulated lances.
Plated	 SKS01630/01	 £2.05
Stainless Steel 	 SKS01630/03	 £5.91

Description	 Order Code	 Price
ST2600 Easy Pull	 SKS01010	 £40.64 
Trigger High 
Pressure Gun 
with Kew Quick		
Connect & Swivel

Lance connection via quick release coupling to suit 
KEW type male lance connector 
Inlet connection 3/8” BSP female swivel. The swivel 
allows easier handling of the gun and hose assembly.

Maximum Pressure: 	 4500 psi  (310 bar), 
Max. Temperature:	 150°C  (300°F), 
Maximum Flow:	 45 litres/min  	

(10 gal/min).

1/4" KEW TYPE MALE LANCE 
CONNECTOR

1/4" UN-INSULATED LANCES

NIPPLE & SHROUD

Screws onto the end of any 1/4" lance for quick 
connection to a Kew type high pressure gun.
Description	 Order Code	 Price
Stainless Steel	 SKS01321	 £5.87
Lance Connector

All Holchem's wash down accessories have been 
specially selected for quality, reliability and are 
offered at very competitive prices. Holchem's aim 
is to ensure that our customers are provided with 
effective and reliable cleaning equipment, to attain 
the desired standards of hygiene and health & 
safety requirements.

Delivery & Charges
Wherever possible, goods will be despatched for 
next day delivery on orders received prior to 
3.00pm

Orders under £200 - Delivery Charge of £9.95

Orders over £200 - Free Delivery

Holchem Laboratories 
Limited
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A 0° rotating 
nozzle 
available in 
various 
nozzle sizes. 
The inlet 
connection 

is 1/4" female and is suitable for any 1/4" lance.
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Brass or stainless steel dynamic foam lances complete with lance connector, 
for connection to a Kew type quick connect high pressure gun. Used on high 
pressure systems / mobiles via a chemical injector to create foam.

Description	 Order Code	 Price
Brass 600mm	 SKS01850	 £66.65
Brass 1200mm	 SKS01851	 £71.30
Stainless Steel 600mm 	 SKS01857	 £77.00
Stainless Steel 1200mm 	 SKS01857/01	 £93.00

1/4" INSULATED LANCES

A range of 1/4" plated or stainless steel insulated wash lances available in 
various sizes. 

Total Lance 	 Insulation 	 Order Code 	 Price
Length	 Length
Plated 330mm	 300mm	 SKS01500	 £5.33

Plated 600mm	 300mm	 SKS01500/01	 £6.82

Plated 1000mm	 400mm	 SKS01500/02	 £8.85

Plated 2000mm	 500mm	 SKS01500/03	 £14.74

Stainless Steel 330mm	 300mm	 SKS01510	 £7.29

Stainless Steel 600mm	 300mm	 SKS01510/01	 £9.77

Stainless Steel 1000mm	 400mm	 SKS01510/02	 £14.63

Stainless Steel 2000mm	 500mm	 SKS01510/03	 £24.04

DYNAMIC FOAM LANCES

A high pressure rinse lance, that can be adjusted 
through an angle of between 20° and 140° by a 
simple push and pull method. The lance is ideal for 
under conveyors, drains and accessing those hard 
to reach places where a straight lance cannot be 
used. The lance comes complete with a Kew type 
male lance connector.

Description	 Order Code	 Price

ST85 Variable Angle	 SKS01553	 £72.85
Rinse Lance

ST85 VARIABLE ANGLE RINSE LANCE

TWIN LANCES

The twin lance incorporates a high / low pressure valve 
with two outlet lances. These lances are equipped with 
a high and a low pressure nozzle. Selection is made by 
twisting the valve screw. The lances are used for water 
or a mixture of water and chemical. Please specify HP 
nozzle size required.

Description	 Order Code	 Price

Twin Super	 SKS01550	 £29.19
Short Lance	

Plated 1000mm	 SKS01552	 £32.10
Twin Lance 
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A range of 
drain 
nozzles 
available in 
various 
nozzle 
sizes. The 
nozzle 

incorporates one forward and three or four 
reverse facing jets. The inlet is a 3/8” female. 

Nozzle Size	 Order Code	 Price

04	 (3 jets)	 SKS01643/01	 £16.41

055	 (3 jets)	 SKS01643/02	 £21.96

065	 (4 jets)	 SKS01643/03	 £16.41

085	 (4 jets)	 SKS01643/04	 £21.96

Nozzle Size	 Order Code	 Price
04	 SKS01642/01	 £32.10
05	 SKS01642/02	 £32.10
06	 SKS01642/03	 £32.10
07	 SKS01642/04	 £32.10
Maximum Temperature 80°C
Maximum Pressure 200 bar – 2900 psi

A high-pressure 
nozzle that 
allows the 
adjustment of 
the spray angle 
from 0° through 
to 80° by a 

simple twist of the nozzle head. The vario nozzle 
is available in various sizes. The inlet connection 
is 1/4” female and is suitable for any 1/4” lance.
Nozzle Size	 Order Code	 Price
03	 SKS01640	 £10.66	
035	 SKS01640/01	 £10.66
04	 SKS01640/02	 £10.66
045	 SKS01640/03	 £10.66
05	 SKS01640/04	 £10.66
055	 SKS01640/05	 £10.66
06	 SKS01640/06	 £10.66

ROTATING TURBO NOZZLE STAINLESS STEEL DRAIN NOZZLE

1/4" Stainless Steel Nozzles

14.5 psi = 1 bar 								Working Pressure (Bar)
	30	 40	 50	 60	 70	 80	 90	 100	 110	 120	 130	 140	 150	 160	 175	 200	 225	 250	 300

Nozzle Size 	 l/min	 l/min	 l/min	 l/min	 l/min	 l/min	 l/min	 l/min	 l/min	 l/min	 l/min	 l/min	 l/min	 l/min	 l/min	 l/min	 l/min	 l/min	 l/min
       02	 2.5	 2.8	 3.2	 3.5	 3.7	 4	 4.2	 4.5	 4.7	 4.8	 5	 5.3	 5.4	 5.6	 5.9	 6.3	 6.7	 7	 7.7
       02.5	 3.1	 3.5	 4	 4.3	 4.7	 5	 5.3	 5.6	 5.9	 6.1	 6.4	 6.6	 6.9	 7.1	 7.5	 8	 8.5	 9	 9.9
       03	 3.7	 4.3	 4.8	 5.3	 5.7	 6.1	 6.3	 6.8	 7.1	 7.4	 7.7	 8	 8.3	 8.6	 9	 9.6	 10.2	 10.7	 11.8
       03.5	 4.2	 4.9	 5.5	 6	 6.5	 7	 7.4	 7.8	 8.2	 8.6	 8.9	 9.2	 9.5	 9.8	 10.3	 11	 11.7	 12.3	 13.8
       04	 5.2	 5.9	 6.6	 7.3	 7.8	 8.4	 8.9	 9.4	 9.8	 10.3	 10.7	 11.1	 11.5	 11.9	 12.4	 13.3	 14.1	 14.8	 16.3
       04.5	 5.5	 6.4	 7.1	 7.8	 8.4	 9	 9.6	 10.2	 10.5	 10.9	 11.4	 11.8	 12.2	 12.6	 13.2	 14.1	 15	 15.8	 17.4
       05	 6.2	 7.1	 8	 8.7	 9.4	 10	 10.7	 11.3	 11.8	 12.4	 12.9	 13.4	 13.8	 14.3	 14.9	 16	 16.9	 17.9	 19.7
       05.5	 6.8	 7.8	 8.7	 9.6	 10.3	 11.1	 11.8	 12.4	 13	 13.6	 14.1	 14.7	 15.2	 15.7	 16.4	 17.5	 18.6	 19.6	 21.7
       06	 7.4	 8.6	 9.6	 10.4	 11.3	 12.1	 12.8	 13.6	 14.3	 14.9	 15.5	 16	 16.7	 17.2	 18	 19.2	 20.4	 21.5	 23.7
       06.5	 8	 9.3	 10.4	 11.3	 12.3	 13.2	 14	 14.7	 15.4	 16.1	 16.8	 17.4	 18	 18.6	 19.4	 20.8	 22	 23.2	 25.6
       07	 8.6	 10	 11.2	 12.2	 13.2	 14.1	 15	 15.8	 16.6	 17.3	 18	 18.7	 19.3	 20	 20.9	 22.3	 23.7	 25	 27.1
       07.5	 9.3	 10.7	 12	 13.1	 14.2	 15.2	 16.1	 16.9	 17.7	 18.5	 19.3	 20	 20.7	 21.4	 22.4	 23.9	 25.3	 26.7	 29.4
       08	 9.8	 11.3	 12.7	 14	 15.1	 16.1	 17.1	 18	 18.9	 19.7	 20.5	 21.3	 22	 22.8	 23.8	 25.5	 27	 28.5	 31.4
       08.5	 10.4	 12.1	 13.5	 14.8	 16	 17.1	 18.1	 19.1	 20	 20.9	 21.8	 22.6	 23.4	 24.1	 25.3	 27	 28.6	 30.2	 34.5
       09	 11.1	 12.8	 14.3	 15.7	 17	 18	 19.2	 20.2	 21.2	 22.1	 23	 23.9	 24.7	 25.5	 26.7	 28.6	 30.3	 31.9	 35.1
       10	 12.3	 14.2	 16	 17.4	 18.9	 20.1	 21.4	 22.5	 23.6	 24.6	 25.6	 26.6	 27.6	 28.5	 29.8	 31.8	 33.7	 35.6	 39.2
       11	 13.4	 15.5	 17.3	 19	 20.5	 22	 23.3	 24.5	 25.7	 26.9	 28	 29.1	 30.1	 31.1	 32.5	 34.7	 36.8	 38.8	 43.4
       12	 14.6	 16.9	 18.9	 20.8	 22.4	 24	 25.4	 26.8	 28.1	 29.4	 30.6	 31.7	 32.8	 33.9	 35.4	 37.9	 40.2	 42.4	 46.7
       13	 15.9	 18.3	 20.5	 22.5	 24.3	 26	 27.5	 29	 30.4	 31.8	 33.1	 34.4	 35.6	 36.7	 38.4	 41.1	 43.6	 45.9	 50.5
       14	 17.1	 19.7	 22.1	 24.2	 26.1	 28	 29.6	 31.3	 32.8	 34.2	 35.6	 37	 38.3	 39.5	 41.4	 44.3	 46.9	 49.4	 55
       15	 18.5	 21.3	 23.9	 26.1	 28.3	 30.2	 32.1	 33.8	 35.3	 36.9	 38.4	 39.9	 41.3	 42.6	 44.6	 47.7	 50.6	 53.3	 58.7
       20	 24.7	 28.5	 31.9	 34.9	 37.8	 40.3	 42.7	 45.1	 47.2	 49.3	 51.3	 53.2	 55.1	 56.9	 59.5	 63.6	 67.5	 71.1	 78.2
       30	 37	 42.7	 47.8	 52.4	 56.6	 60.5	 64.2	 67.6	 70.9	 74	 77.1	 80	 82.8	 85.5	 89.4	 95.6	 101	 107	 118
       40	 49.4	 57	 63.7	 69.8	 75.4	 80.7	 85.5	 90.2	 94.6	 98.8	 103	 107	 110	 114	 119	 127	 135	 143	 157

       Any of the above nozzle sizes £3.24 each

A range of 1/4" stainless steel nozzles for hygiene 
wash down systems. Angle and size of nozzle to be 
specified when ordering. See nozzle selection table 
for details. 
To choose the correct nozzle, you need to know the 
working pressure (in bar), the flow rate (in litres 
per min.) of the pump and the maximum number 
of people using the system at any one time.
E.g. Working pressure = 70 bar / Maximum flow = 
100 litres per min. / Number of users = 5

Therefore max flow divided by number of users = 100 ÷ 
5 = each user can have 20 litres of water.
Look on the top line of the table and go to 70 bar.
Follow the column down until the nearest figure below 20 
is reached (18.9).
Follow the row to the left until the nozzle size column is 
reached. The nozzle size is 10.
Choose the angle size from 0°, 15°, 25°, 40°, or 65°.
i.e. 25° angle, nozzle size 10. Nozzle required is a 2510.

Note: This is only a guide to choosing the maximum 
size of nozzle that will operate on your system. A 
smaller nozzle may be required to achieve the desired 
cleaning effect.

VARIO NOZZLE
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A range of 3/8" HP double wire wound hoses for use on 
high pressure systems.  Each hose comes complete with 
3/8" male cone connectors.
Maximum Pressure 400 bar (5800 psi) 
Maximum Temperature 150°C (300°F)

Length	 Order Code	 Price
5 mtr	 SKS01101	 £15.19
10 mtr	 SKS01102	 £26.24
15 mtr	 SKS01103	 £37.28
20 mtr	 SKS01104	 £48.32
25 mtr	 SKS01105	 £59.63
30 mtr	 SKS01106	 £70.41
40 mtr	 SKS01108	 £92.50
50 mtr	 SKS01110	 £140.00

Description	 Order Code	 Price
3/8” Male Cone 	 SKS01370	 £0.60
Connectors

Description	 Order Code	 Price

Polypropylene	 SKS01750	 £161.91

Stainless Steel	 SKS01750/01	 £335.90

Available in stainless steel or polypropylene. These floor tools operate with 
a series of jets that spray high pressure water via nozzles located under the 
hood. The floor tool connects to a high pressure gun to give control of water 
applied. The unit is fitted with wheels to enable easy movement and use.

1/4" Male Inlet, 80°C, 250 bar

Description	 Order Code	 Price
Plated Male - 3/8" Female BSP	 SKS01300	 £2.09
Plated Female - 3/8" Female BSP	 SKS01301	 £5.11
Stainless Steel Male -	 SKS01300/01	 £9.59 
3/8" Female BSP	
Stainless Steel Female -	 SKS01301/03	 £23.50
3/8" Female BSP	
O’ Ring Large	 SKS01301/01	 £0.38
O’ Ring Small	 SKS01301/02	 £0.38
Max Pressure 350 bar 5000 psi

Description	 Order Code	 Price
Male - 1/4" Female BSP	 SKS01316/01	 £8.68
Female - 1/4" Female BSP 	 SKS01316/02	 £21.37
Male - 3/8" Female BSP 	 SKS01316/03	 £14.72
Female - 3/8" Female BSP 	 SKS01316/04	 £31.34
Male - 1/2" Female BSP 	 SKS01316/05	 £22.77
Female - 1/2" Female BSP 	 SKS01316/06	 £50.62
Male - 3/4" Female BSP 	 SKS01316/07	 £34.46
Female - 3/4" Female BSP 	 SKS01316/08	 £63.96
Max Pressure 520 bar 7500psi

3/8" HIGH PRESSURE HOSES

COUPLINGS
A range of couplings for use on high pressure systems

TEMA TYPE COUPLINGS STAINLESS STEEL HANSEN TYPE (AUTO SHUT OFF)

HIGH PRESSURE HOODED FLOOR TOOLS

Description	 Order Code	 Price
Detergent Injector	 SKS01801	 £137.86
c/w Red Hose		
A quality stainless steel injector for use on high 
pressure systems where dilute detergent or foam is 
required. The chemical strength is controlled by 
inserting an orifice plate (not supplied) into the 
chemical inlet side to give accurate control of the 
chemical strength.
3/8" male BSP inlet / outlet connections

STAINLESS STEEL CHEMICAL INJECTORS

Description	 Order Code	 Price
Disinfectant Injector	 SKS01806	 £137.86
c/w Blue Hose	
A quality stainless steel injector for use on high 
pressure systems where dilute disinfectant is 
required. The chemical strength is controlled by 
inserting an orifice plate (not supplied) into the 
chemical inlet side to give accurate control of the 
chemical strength.
3/8" male BSP inlet / outlet connections

Description	 Order Code	 Price
Kew Injector	 SKS01807	 £69.75
A Kew injector for applying dilute detergent (not foam) 
/ disinfectant via a twin lance on high pressure systems 
/ mobiles. The dose range is adjusted by the use of a 
dial from 0 - 5% and comes complete with Tema 
couplings.

Description	 Order Code	 Price
Kew Foam Injector	 SKS01800	 £76.72
A Kew injector for foaming on high pressure systems 
/ mobiles. The dose range is adjusted by the use of a 
dial from 0 - 5% and comes complete with Tema 
couplings.

CHEMICAL INJECTORS
A range of chemical injectors when connected to high pressure systems / mobiles enables dilute chemical 
to be provided for foaming or disinfecting applications.
See high pressure couplings for a range of suitable couplings to make connection simpler.

A range of seals designed to interconnect pipework 
/ injectors / valves / guns / hoses etc.

Description	 Order Code	 Price
1/4" Bonded	 SKS01373	 £0.09 
Seal Plated
3/8" Bonded	 SKS01371	 £0.11 
Seal Plated.5		
1/2" Bonded	 SKS01372	 £0.19 
Seal Plated		
3/4" Bonded	 SKS01374	 £0.25 
Seal Plated.5
1/4" Bonded Seal	 SKS01373/01	 £1.49 
Stainless Steel

3/8" Bonded Seal	 SKS01371/01	 £1.16
Stainless Steel	
1/2" Bonded Seal	 SKS01372/01	 £1.49
Stainless Steel	
3/4" Bonded Seal	 SKS01374/01	 £1.98
Stainless Steel

Description	 Order Code	 Price
Orifice Plate
Seal/Holder	 SKS01802/01	 £1.24
Orifice Plate – 10	 SKS01802/03	 £3.79
Orifice Plate – 12	 SKS01802/04	 £3.79
Orifice Plate – 14	 SKS01802/05	 £3.79
Orifice Plate – 16	 SKS01802/06	 £3.79
Orifice Plate – 18	 SKS01802/07	 £3.79
Orifice Plate – 20	 SKS01802/08	 £3.79
Orifice Plate – 22	 SKS01802/09	 £3.79
Orifice Plate – 24	 SKS01802/10	 £3.79
Orifice Plate – 26	 SKS01802/11	 £3.79
Orifice Plate – 28	 SKS01802/12	 £3.79
Orifice Plate – 30	 SKS01802/13	 £3.79
Orifice Plate – 32	 SKS01802/14	 £3.79
Orifice Plate – 34	 SKS01802/15	 £3.79
Orifice Plate – 37	 SKS01802/16	 £3.79
Orifice Plate – 40	 SKS01802/17	 £3.79
Orifice Plate – 43	 SKS01802/18	 £3.79
Orifice Plate – 45	 SKS01802/19	 £3.79
Orifice Plate – 47	 SKS01802/20	 £3.79
Orifice Plate – 49	 SKS01802/21	 £3.79
Orifice Plate – 51	 SKS01802/22	 £3.79
Orifice Plate – 54	 SKS01802/23	 £3.79
Orifice Plate – 57	 SKS01802/24	 £3.79
Orifice Plate – 61	 SKS01802/25	 £3.79
Orifice Plate – 65	 SKS01802/26	 £3.79
Orifice Plate – 70	 SKS01802/27	 £3.79
Orifice Plate – 75	 SKS01802/28	 £3.79
Orifice Plate – 80	 SKS01802/29	 £3.79
Orifice Plate – 86	 SKS01802/30	 £3.79
Orifice Plate – 93	 SKS01802/31	 £3.79
Orifice Plate – 95	 SKS01802/32	 £3.79
Orifice Plate – 103	 SKS01802/33	 £3.79
Orifice Plate – 110	 SKS01802/34	 £3.79
Orifice Plate – 120	 SKS01802/35	 £3.79
Orifice Plate – 132	 SKS01802/36	 £3.79

BRASS CHEMICAL INJECTORS

DOWTY / BONDED SEALS

ORIFICE PLATES

3/8” MALE CONE CONNECTORS
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Low Pressure EquipmentLow Pressure
Equipment

WASHDOWN GUNS – LOW PRESSURE

These guns are designed for use with low or medium pressure wash down systems. Ensure water supply does not exceed gun specification.

Description	 Order Code	 Price
Light Duty	 SKS01055	 £9.98
Water Gun		
The gun is constructed from polyurethane. 
It has an auto shut off control and adjustable spray 
pattern.
3/4" BSP to 1/2" hose tail inlet connection 
Maximum Pressure:	 87 psi (6 bar), 
Max. Temperature:	 23°C (73°F).

Description	 Order Code	 Price
Heavy Duty	 SKS01051	 £25.00
Water Gun Blue	
Heavy Duty	 SKS01051/02	 £25.00
Water Gun Red 	
The gun is enclosed in a robust non-marking rubber 
cover. The trigger provides a progressive change in spray 
pattern from wide cone to narrow jet. 
1/2" BSP female inlet connection
Maximum Pressure:	 362 psi (25 bar), 
Max. Temperature:	 80°C (176°F), 
Maximum Flow:	 55 litres/min  (12 gal/min).

Description	 Order Code	 Price
Hot Water Extra Heavy 	 SKS01052/01	 £52.00
Duty Water Gun
Rear Trigger
The gun is enclosed in a single piece shock-resistant 
thick rubber cover, which is ideal for the toughest of 
industrial environments and is rated for temperatures of 
up to 100°C. The trigger comes with a rear squeeze action 
and provides a progressive change in spray pattern from 
wide cone to narrow jet.
1/2" BSP female inlet connection
Maximum  Pressure	 400psi (28 bar)
Max. Temperature:	 100°C (212°F), 
Maximum Flow:	 52 litres/min (11 gal/min).

Description	 Order Code	 Price
Hot Water Extra Heavy 	 SKS01052	 £50.00
Duty Water Gun
Front Pull
The gun is enclosed in a single piece shock-resistant 
thick rubber cover, which is ideal for the toughest of 
industrial environments and is rated for temperatures of 
up to 100°C. The trigger comes with a front pull action 
and provides a progressive change in spray pattern from 
wide cone to narrow jet. 
1/2" BSP female inlet connection
Maximum  Pressure	 400psi (28 bar)
Max. Temperature:	 100°C (212°F), 
Maximum Flow:	 52 litres/min (11 gal/min).

Description	 Order Code	 Price

1/4" Clear Braided PVC Hose (30m Coil)	 SKS01205/01	 £8.00
1/4" Blue Braided PVC Hose (30m Coil)	 SKS01205/01	 £8.00
1/4" Red Braided PVC Hose (30m Coil)	 SKS01205/01	 £8.00

3/8" Clear Braided PVC Hose (30m Coil)	 SKS01220/01	 £12.00
3/8" Blue Braided PVC Hose (30m Coil)	 SKS01220/01	 £12.00
3/8" Red Braided PVC Hose (30m Coil)	 SKS01220/01	 £12.00

1/2" Clear Braided PVC Hose (30m Coil)	 SKS01230/01	 £14.00
1/2" Blue Braided PVC Hose (30m Coil)	 SKS01230/01	 £14.00
1/2" Red Braided PVC Hose (30m Coil)	 SKS01230/01	 £14.00

3/4" Clear Braided PVC Hose (30m Coil)	 SKS01240/01	 £25.00
3/4" Blue Braided PVC Hose (30m Coil)	 SKS01240/01	 £25.00
3/4" Red Braided PVC Hose (30m Coil)	 SKS01240/01	 £25.00

A range of PVC braided hoses for transfer of 
low pressure water / compressed air. Available 
in various colours.
Working Temperature – Minimum -20°C  
Maximum +65°C.
Maximum working pressure @ 23°C
1/4" – 17 bar – 250psi
3/8" – 16 bar – 240 psi
1/2" – 12 bar – 174psi
3/4" –  7 bar – 102 psi

LOW PRESSURE PVC BRAIDED HOSES

Description	 Order Code	 Price
Heavy Duty	 SKS01051/01	 £93.00
Stainless Steel 
Water Gun 		
The gun is enclosed in a robust non-marking blue rubber 
cover. The trigger provides a progressive change in spray 
pattern from wide cone to narrow jet. 
1/2" BSP female inlet connection
Maximum Pressure:	 348 psi (24 bar), 
Max. Temperature:	 60°C (140°F), 
Maximum Flow:	 55 litres/min  (12 gal/min).

Description	 Order Code 	 Price
Heavy Duty	 SKS01053	 £29.82 
Wash Gun Blue		
With Protector		
The gun is enclosed in a robust non-marking blue rubber 
cover complete with trigger protector. The trigger provides 
a progressive change in spray pattern from wide cone 
to narrow jet. 
1/2" BSP female inlet connection
Maximum Pressure:	 350 psi  (24 bar), 
Max. Temperature:	 95C  (200F), 
Maximum Flow:       	 50 litres / min  (11 gal/min).

HEAVY DUTY REINFORCED PVC HOSE

A blue flexible heavy duty PVC hose for transfer 
of water / compressed air.
Working Temperature – Minimum -15°C  
Maximum +60°C.
Maximum working pressure @ 23°C
1/2" – 40 bar – 580 psi
3/4" – 40 bar – 580 psi

Description	 Order Code	 Price 

1/2" Blue Heavy Duty	 SKS01260/01	 £99.98 
Reinforced Hose (50m Coil)	

3/4" Blue Heavy Duty	 SKS01261/01	 £182.13 
Reinforced Hose (50m Coil)

Description	 Order Code	 Price 

1/2" Yellow Light Duty	 SKS01267/01	 £42.64 
Reinforced Hose (50m Coil)	

3/4" Yellow Light Duty	 SKS01266/01	 £77.50 
Reinforced Hose (50m Coil)

A yellow flexible light duty PVC hose for 
transfer of water.
Working Temperature – Minimum -15°C  
Maximum +60°C.
Maximum working pressure
1/2" – 10 bar – 140 psi
3/4" – 10 bar – 140 psi

TRICOFLEX REINFORCED PVC HOSE

LOW PRESSURE NON REINFORCED CLEAR PVC HOSE

A non reinforced clear PVC hose for transfer 
of low pressure water.

1.5mm wall thickness.
Working Temperature – Minimum +10°C  
Maximum +50°C.

Maximum working pressure @ 23°C
1/4" – 5 bar – 72 psi
3/8" – 5 bar – 72 psi
1/2" – 5 bar – 72 psi
3/4" – 5 bar – 72 psi

Description	 Order Code	 Price
1/4" Clear Low Pressure	 SKS01234/01	 £3.90 
Non Reinforced Hose (30m Coil)	
5/16" Clear Low Pressure	 SKS01238/01	 £5.35 
Non Reinforced Hose (30m Coil)	
3/8" Clear Low Pressure	 SKS01237/01	 £6.98 
Non Reinforced Hose (30m Coil)	
1/2" Clear Low Pressure	 SKS01235/01	 £7.50 
Non Reinforced Hose (30m Coil)	
3/4" Clear Low Pressure	 SKS01236/01	 £12.63 
Non Reinforced Hose (30m Coil)

A stainless steel over braided PTFE lined 
convoluted swaged hose for the transfer of a 
range of fluids, water, oil and most chemicals 
(please check compatibility). The hose comes 
with stainless steel swaged ends complete 
with male adaptors.

STAINLESS STEEL OVER BRAIDED PTFE LINED HOSE

Size	 Max. Pressure	 Max. Temp
1/4" 	 172 bar  2500 psi	 260°C  500°F
3/8"    	 138 bar  2000 psi	 260°C  500°F
1/2"	 103 bar  1500 psi	 260°C  500°F
3/4"	 69 bar  1000 psi	 260°C  500°F		

1"	 46 bar    670 psi	 260°C  500°F
 1 Qw "	 30 bar    435 psi	 260°C  500°F	

2"	 23 bar    330 psi	 260°C  500°F
Please state size and length of hose required - £POA
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Low Pressure Equipment

Size	 Order Codea	 Price
9.5 – 12	 SKS01251	 £0.87
11 – 16	 SKS01251/01	 £0.85
13 – 20	 SKS01251/02	 £0.85
16 – 22	 SKS01251/03	 £1.05
18 – 25	 SKS01251/04	 £1.07
22 – 30	 SKS01251/05	 £1.13
25 – 35	 SKS01251/06	 £1.21
30 – 40	 SKS01251/07	 £1.22

A range of stainless steel hose clips for use with low pressure hoses.

Size	 Order Code	 Price
32 – 45	 SKS01251/08	 £1.26
35 – 50	 SKS01251/09	 £1.36
40 – 55	 SKS01251/10	 £1.41
45 – 60	 SKS01251/11	 £1.49
55 – 70	 SKS01251/12	 £1.58
Hose Clip	 SKS01252	 £6.98
Flexi Driver 

STAINLESS STEEL JUBILEE CLIPS

1
2 3

4 5

NITO LOW PRESSURE COUPLINGS

A range of chrome plated quick connect couplings for use 
on low pressure systems.
Maximum working pressure 25 bar.
Description	 Order Code	 Price
1	 Female – 1/2" Female BSP	 SKS01363	 £6.14	

Female – 3/4" Female BSP	 SKS01363/01	 £6.48
2	 Female – 1/2" Hosetail	 SKS01363/02	 £5.86	

Female – 3/4" Hosetail	 SKS01363/03	 £6.65
3	 Male – 1/2" Female BSP	 SKS01363/04	 £2.62	

Male – 3/4" Female BSP	 SKS01363/05	 £4.96
4	 Male – 1/2" Male BSP	 SKS01363/06	 £2.53	

Male – 3/4" Male BSP	 SKS01363/07	 £3.83
5	 Male – 1/2" Hosetail	 SKS01363/08	 £2.70	

Male – 3/4" Hosetail	 SKS01363/09	 £2.91

A range of stainless steel pipework fittings suitable for most low pressure applications.

Description	 Order Code	 Price
1/4" Male BSP - 1/4" Hosetail	 SKS01950	 £1.61
1/4" Male BSP - 3/8" Hosetail	 SKS01950/01	 £2.17
1/4" Male BSP - 1/2" Hosetail	 S KS01950/02	 £2.17
3/8" Male BSP - 3/8" Hosetail	 SKS01950/03	 £1.80
3/8" Male BSP - 1/2" Hosetail	 SKS01950/04	 £2.91
1/2" Male BSP - 1/4" Hosetail	 SKS01950/05	 £4.54
1/2" Male BSP - 3/8" Hosetail	 SKS01950/06	 £4.54
1/2" Male BSP - 1/2" Hosetail	 SKS01950/07	 £2.73
1/2" Male BSP - 3/4" Hosetail	 SKS01950/08	 £5.76
3/4" Male BSP - 1/2" Hosetail	 SKS01950/09	 £5.22
3/4" Male BSP - 3/4" Hosetail	 SKS01950/10	 £3.61	

1" Male BSP - 1/2" Hosetail	 SKS01950/11	 £9.30	
1" Male BSP - 3/4" Hosetail	 SKS01950/12	 £9.30	
1" Male BSP - 1" Hosetail	 SKS01950/13	 £3.95

Description	 Order Code	 Price
1/4" BSP Female Elbow	 SKS01951	 £0.93
3/8" BSP Female Elbow	 SKS01951/01	 £1.16
1/2" BSP Female Elbow	 SKS01951/02	 £1.46
3/4" BSP Female Elbow	 SKS01951/03	 £2.15	

1" BSP Female Elbow	 SKS01951/04	 £3.01

Description	 Order Code	 Price
3/8" to 1/4" BSP	 SKS01957	 £1.10
Reducing Socket	

1/2" to 3/8" BSP	 SKS01957/01	 £1.31
Reducing Socket		

1/2" to 1/4" BSP	 SKS01957/02	 £1.31
Reducing Socket		

3/4" to 1/2" BSP	 SKS01957/03	 £1.86 
Reducing Socket	

3/4" to 3/8" BSP	 SKS01957/04	 £1.86 
Reducing Socket	

3/4" to 1/4" BSP	 SKS01957/05	 £1.86 
Reducing Socket		

1" to 3/4" BSP	 SKS01957/06	 £2.82 	
Reducing Socket		

1" to 1/2" BSP	 SKS01957/07	 £2.82 
 	 Reducing Socket		

1" to 3/8" BSP	 SKS01957/08	 £2.82 	
Reducing Socket

Description	 Order Code	 Price
1/4" BSP Socket	 SKS01952	 £0.82
3/8" BSP Socket	 SKS01952/01	 £1.02
1/2" BSP Socket	 SKS01952/02	 £1.46
3/4" BSP Socket	 SKS01952/03	 £1.86	

 1" BSP Socket	 SKS01952/04	 £2.85

Description	 Order Code	 Price
1/4" BSP Tee	 SKS01953	 £1.33
3/8" BSP Tee	 SKS01953/01	 £1.66
1/2" BSP Tee	 SKS01953/02	 £2.02
3/4" BSP Tee	 SKS01953/03	 £2.96	

1" BSP Tee	 SKS01953/04	 £3.75

STAINLESS STEEL PIPEWORK FITTINGS

Low Pressure Equipment

Description	 Order Code	 Price

1 Qw " Male - 1 Qw " BSP Female Polypropylene	 SKS01405	 £1.24

1 Qw " Male - 1 Qw " BSP Female Stainless Steel	 SKS01405/01	 £8.22

1 Qw " Female - 1 Qw " Male BSP Polypropylene	 SKS01404	 £4.48

1 Qw " Female - 1 Qw " Male BSP Stainless Steel	 SKS01404/01	 £12.38

1 Qw " Female - 1 Qw " Hosetail Polypropylene	 SKS01401	 £4.62

1 Qw " Female - 1 Qw " Hosetail Stainless Steel	 SKS01401/01	 £12.32

1 Qw " Female - 1 Qw " Female BSP Polypropylene	 SKS01403	 £4.57

1 Qw " Female - 1 Qw " Female BSP Stainless Steel	 SKS01403/01	 £13.02

1 Qw " Male - 1 Qw " Hosetail Polypropylene	 SKS01406	 £1.36

1 Qw " Male - 1 Qw " Hosetail Stainless Steel	 SKS01406/01	 £10.08

1 Qw " Male - 1 Qw " BSP Male Polypropylene	 SKS01400	 £1.22

1 Qw " Male - 1 Qw " BSP Male Stainless Steel	 SKS01400/02	 £10.77

1 Qw " Blank for Male Camlock Polypropylene	 SKS01402	 £4.50

1 Qw " Blank for Male Camlock Stainless Steel	 SKS01402/01	 £10.46

1 Qw " Rubber Seal	 SKS01400/01	 £0.70

Max Pressure Rating: Temp. -10°C – 6 bar.  Temp. +20°C – 8 bar.  Temp. +65°C – 4 bar.

CAMLOCK COUPLINGS

A range of 1 Qw  " camlock fittings available in polypropylene or stainless steel. Mainly used for connecting hoses to IBC containers.

Description	 Order Code	 Price
1/4" BSP - Ball Valve	 SKS01956	 £10.46
(1000psi Rating)	
3/8" BSP - Ball Valve	 SKS01956/01	 £10.74
(1000psi Rating)	
1/2" BSP - Ball Valve	 SKS01956/02	 £11.16
(1000psi Rating)	
3/4" BSP - Ball Valve	 SKS01956/03	 £19.53
(1000psi Rating)		

1" BSP - Ball Valve	 SKS01956/04	 £21.13	
(1000psi Rating)	

 	 1 Qw " BSP - Ball Valve	 SKS01956/05	 £38.36	
(1000psi Rating)		
2" BSP - Ball Valve	 SKS01956/06	 £49.41	
(1000psi Rating)

Description	 Order Code	 Price

1/4" BSP Hexagonal Nipple	 SKS01954	 £1.17

3/8" BSP Hexagonal Nipple	 SKS01954/01	 £1.10

1/2" BSP Hexagonal Nipple	 SKS01954/02	 £1.22

3/4" BSP Hexagonal Nipple	 SKS01954/03	 £1.89	

1" BSP Hexagonal Nipple	 SKS01954/04	 £2.22

Description	 Order Code	 Price
3/8" BSP - 1/4" BSP	 SKS01955	 £0.87
Reducing Bush	

1/2" BSP - 1/4" BSP	 SKS01955/01	 £1.12
Reducing Bush	

1/2" BSP - 3/8" BSP	 SKS01955/02	 £1.12
Reducing Bush	

3/4" BSP - 1/2" BSP	 SKS01955/03	 £1.49
Reducing Bush		

1" BSP - 3/4" BSP	 SKS01955/04	 £2.22	
Reducing Bush



PORTABLE FOAM UNIT
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Foam Application EquipmentFoam Application & Spraying
Equipment

The pump up foam unit is a 
manually pressurised foaming 
unit that draws the diluted 
chemical and air from the tank 
into separate tubes to create a 
foam when mixed at the outlet 
valve. The unit is pressurised 
using the integral pump. 

Foam quality is adjusted via a 
needle valve which controls the 
air.

Vessel Capacity - Approximately 
9 litres

The Jetstream 850 Canister Foamer is a fully mobile foam generator requiring only an air supply. 
The canister is filled with pre-diluted foam detergent solution and connected to an industrial 
air supply. A 15 metre foam hose, control valve and foam nozzle allows the application of high 
quality foam. A single adjustment valve allows the dryness of the foam to be adjusted. The unit 
can be used to generate foam, apply gels as a gelled liquid or as a mousse, or spray detergents 
and disinfectants.

Vessel Capacity	 Approx. 50 litres

Air Supply Required 	 Pressure 3 to 6 bar 	
(40 to 85 psi)	
Flow 10 m3/h (150 l/min)

Air Inlet Connection	 1/4" hose tail on female
 	 quick connect

The unit is a pressure vessel and has been tested at the time of manufacture. 

Description	 Order Code	 Price
Jetstream	 SKS01901	 £852.50
850 Foamer

The Dema Portable Foam unit is a non-pressurised fully 
mobile foam generator requiring only an air supply. The 
reservoir is filled with pre-diluted foam detergent solution 
and connected to an industrial air supply.
The air supply operates the on board pump, which draws 
the pre-diluted foam detergent out of the reservoir. A single 
adjustment valve allows the dryness of the foam to be 
adjusted. A 10 metre foam hose, control valve and foam 
nozzle allows the application of high quality foam to an area.

Vessel Capacity 	 Approx. 95 litres
Air Supply Required 	 Pressure 4 to 6 bar	

(60 to 85 psi)	
Flow 10 m3/h (150 l/min)

Air Inlet Connection	 3/8" hosetail

Description	 Order Code	 Price

Dema Foam Unit	 SKS01920	 £947.00

Dema Foam Unit	 SKS01920/00	 £1,113.00
(For Chlorinated Products)

Description	 Order Code	 Price

Jetstream Short Foam Lance	 SKS01901/01	 £62.64	
Jetstream Long Foam Lance	 SKS01901/02	 £70.97

Jetstream Nozzle 	 SKS01901/04	 £13.19

Jetstream/PD400 Pressure	 SKS01901/05	 £12.87
Relief Valve	

Jetstream/PD400	 SKS01901/06	 £37.34
Lid Assembly	

Jetstream/PD400 Sealing Ring	 SKS01901/07	 £5.24

Jetstream Hose Assembly	 SKS01901/08	 £73.76

Jetstream/PD400	 SKS01901/09	 £21.45
Air Regulator		

Jetstream/PD400	 SKS01901/10	 £8.03
Pressure Gauge		

Jetstream 1/4" Ball Valve 	 SKS01901/12	 £12.20

Jetstream 1/2" Ball Valve	 SKS01956/02	 £11.16

PD400 Long Lance	 SKS03140/01	 £70.97

PD400 Set of 4 Nozzles	 SKS03140/04	 £19.95

PD400 Hose Assembly	 SKS03140/05	 £71.28

JETSTREAM/PD400 SPARE PARTS

Description	 Order Code	 Price
Outlet Hose 	 SKS01920/03	 £65.41
Lance	 SKS01920/01	 £62.43
Foam Adjustment Valve	 SKS01920/18	 £35.42
Air Bowl Assembly	 SKS01920/34	 £96.03
Pump	 SKS01920/24	 £214.21
Chlorinated Pump	 SKS01920/42	 £310.81

PORTABLE FOAM UNIT SPARES PUMP UP FOAM UNIT

Description	 Order Code	 Price
Pump Up Foam Unit	 SKS01921	 £132.01

JETSTREAM/PD400 850 FOAMER
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SprayersSprayers

A manual pump up sprayer for dispensing water 
or pre-diluted chemical. The sprayer comes 
complete with adjustable shoulder straps, 
flexible hose, lance and a standard nozzle that 
gives a flat spray pattern.

Materials of construction: Polypropylene tank 
and pump assembly. Chemical resistant Viton 
seals.

Filling capacity: 	 20 litres max.
Weight when empty: 	3.6kg

Description	 Order Code	 Price
Backpack Sprayer	 SKS03120	 £79.05

The PD400 canister sprayer is a fully mobile 
detergent / disinfectant unit requiring only an air 
supply. The canister is filled with pre-diluted 
detergent / disinfectant solution and connected 
to an industrial air supply. A 5 metre hose, control 
valve, lance and nozzle allows the application of 
pre-diluted detergent / disinfectant.

Vessel Capacity 	 Approx. 20 litres
Air Supply Required	 Pressure 3 to 6 bar 	

(40 to 85 psi) 	
Flow 10 m3/h (150 l/min)

Air Inlet Connection	 1/4" hosetail on female 	
quick connect

The unit is a pressure vessel and has been tested 
at manufacture.

Description	 Order Code	 Price
PD400 St/St Sprayer	 SKS03141	 £500.65

The Duraspray is a manually pressurised sprayer. The sprayer is pressurised using the integral pump and is 
controlled by a trigger valve on the gun / lance. The unit is available in three variants, polypropylene, stainless 
steel and a version suitable for use with acids.

Description	 Usable Capacity	 Order Code	 Price

Duraspray 10P	 3.7 litres	 SKS03113	 £33.35

Duraspray 20P	 5.6 litres	 SKS03110	 £35.45

Duraspray 30P	 8.5 litres	 SKS03112	 £38.50

Duraspray 20S St/St	 5.6 litres	 SKS03111	 £74.96

Duraspray 1AS Acid	 3.7 litres	 SKS03115	 £66.65

Duraspray 2AS Acid	 5.6 litres	 SKS03116	 £68.05

Duraspray 3AS Acid	 8.5 litres	 SKS03117	 £72.62

The Dema Portable disinfectant / detergent sprayer 
is a non-pressurised fully mobile unit requiring 
only an air supply. The reservoir is filled with 
pre-diluted disinfectant / detergent solution and 
connected to an industrial air supply.
A 10 metre hose, control valve and nozzle allows 
the application of the pre-diluted disinfectant / 
detergent solution to an area.

Vessel Capacity 	 Approx. 40 litres
Air Supply Required  	 Pressure 4 to 6 bar 	

(60 to 85 psi) 	
Flow 10 m3/h (150 l/min)

Air Inlet Connection	 1/4" hosetail

A range of spare parts is available on request

Description	 Order Code	 Price
Dema Sprayer	 SKS03142	 £742.00

PD400 SPRAYER

DURASPRAY PUMP UP SPRAYER

BACKPACK SPRAYER

Description	 Order Code	 Price
Satellite Fogjet	 SKS03230	 £522.61
Trolley 		

The Satellite Fogjet Trolley is powered by a compressed 
air supply. The trolley is completely portable and holds 
25 litres of diluted chemical. Output is a constant
0.50 l/min. Particle size is dependent on air pressure and 
is variable from sub micron to 100 micron. 
Suitable for fogging rooms of a volume up to 300 m3.

Description	 Order Code	 Price
Satellite Drum	 SKS03220	 £119.01
Top Fogjet 		

The Satellite Drum Top Fogjet is powered by a compressed 
air supply. The simple lance fits into a standard 25 litre 
keg. Output is a constant 0.15 l/min. Particle size is 
dependent on air pressure and is variable from sub micron 
to 100 micron.  
Suitable for fogging rooms of a volume up to 100 m3.

A trigger spray with a long pickup tube suitable 
for spraying from a 5-litre container. Spray 
pattern on nozzle variable from off / mist / jet.

Description	 Order Code	 Price
Trigger Spray 5ltr	 SKS03101	 £1.47

A trigger spray mounted on a 750ml bottle.  Spray 
pattern on nozzle variable from off / mist / jet.

Description	 Order Code	 Price
750ml White Bottle	 SKS03107	 £0.34
White Trigger Head	 SKS03107/01	 £0.22

A variety of product labels are available for use with 
the above bottles and are listed below:

Holquat	 SKS03107/02	 £0.11

Impact	 SKS03107/03	 £0.11

Terminol	 SKS03107/04	 £0.11

Alcosan	 SKS03107/05	 £0.11

Alcobac	 SKS03107/06	 £0.18

FOGGERS

Fogging (Aerial Disinfection) can play an important part in a hygiene routine. Different types of fogging units are available to meet factory requirements. 
All are air operated.

TRIGGER SPRAY 5LTR TRIGGER SPRAY BOTTLE

PORTABLE SPRAYING UNIT
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System Cleaners Modular EquipmentSystem Cleaners
Modular Equipment

SYSTEM CLEANERS MODULAR WASHDOWN EQUIPMENT
A range of System Cleaners pump stations, dilution pump stations and mobile units.

Interconnecting Pipework 
(Water & Compressed Air)

The RBS type pump station performs the function of a water 
booster pump set and is a means of supplying 25 bar (350 
psi) pressurised water to independent satellite stations and 
rinsing outlets via pipework.
The type of pump station required is selected on the basis 
of the number of operators simultaneously using the rinsing 
function.

LOCAL PICK UP SYSTEM

Model 	 RBS 25-5	 RBS 25-10	 RBS 25-20
Specification:
Number of operators simultaneously	 2-4	 5-8	 10-12
Minimum inlet water supply	 125 litres/min	 250 litres/min	 400 litres/min
Minimum inlet water pressure 	 1.5 bar	 1.5 bar	 1.5 bar
Maximum inlet water pressure 	 6 bar	 6 bar	 6 bar
Maximum inlet water temperature	 70°C	 70°C	 70°C
Maximum outlet water pressure	 23 bar + inlet pressure	 23 bar + inlet pressure	 23 bar + inlet pressure
Electrical supply	 415V 3ph 4KW	 415V 3ph 7.5KW	 415V 3ph 2 x 7.5KW 
Water inlet connection	 1 1/4"	 1 1/2"	 3”
Water outlet connection	 1 1/4"	 1 1/2"	 3”
Weight	 105kg	 160kg	 275kg
Height 	 1468 mm	 1545 mm	 1590 mm
Width 	 440 mm	 440 mm	 1180 mm
Depth 	 332 mm	 332 mm	 332 mm
Order Code	 SKS02354	 SKS02355	 SKS02355/01
Price	 £3,551.13	 £5,117.62	 £14,960.18

RBS PUMP STATION

The VBS type pump station performs the function of 
a water booster pump set and is a means of supplying 
pressurised water to independent satellite stations 
and rinsing outlets via pipework.
The lead pump is inverter controlled, thus maintaining 
a constant outlet pressure.

Model:	 VBS 25-10	 VBS 25-20	 VBS 25-30
Specification
Number of operators simultaneously	 5-8	 10-12	 15-20
Minimum inlet water supply	 250 litres/min	 580 litres/min	 833 litres/min
Minimum inlet water pressure 	 1.5 bar	 1.5 bar	 1.5 bar
Maximum inlet water pressure 	 6 bar	 6 bar	 6 bar
Maximum inlet water temperature	 70°C	 70°C	 70°C
Maximum outlet water pressure    	 22bar	 25bar	 25bar
Electrical supply	 415V 3ph 	 415V 3ph	 415V 3ph 	

1 x 7.5KW	 2 x 7.5KW	 3 x 7.5KW
Water inlet connection	 1 1/2"	 3"	 3"
Water outlet connection	 1 1/2"	 3"	 3"
Weight	 160kg	 275kg	 400kg
Height 	 1545mm	 1590 mm	 1590 mm
Width 	 332mm	 870 mm	 870 mm
Length 	 440mm	 1180 mm	 1540 mm
Order Code	 SKS02355/04	 SKS02355/03	 SKS02355/05
Price	 £8,442.89	 £21,539.28	 £24,580.40

The type of pump station required is selected on the 
basis of the number of operators simultaneously 
using the rinsing function.  The VBS unit requires a 
suitable water supply and a three phase electrical 
supply.
The unit should not be placed directly in food 
production areas.

VBS PUMP STATION

Model:	 Callisto 5F	 Callisto 7F	
Rinse & Foam	 Rinse & Foam

Specification
Maximum number of operators	 3-5	 5-8
Minimum inlet water supply	 120 litres/min	 200 litres/min
Minimum inlet water pressure 	 1.5 bar	 1.5 bar
Maximum inlet water pressure 	 10 bar	 10 bar
Maximum inlet water temperature	 70C	 70C
Maximum outlet water pressure	 20 bar + inlet pressure	 20 bar + inlet pressure
Minimum compressed air supply pressure	 4bar	 4bar
Compressed air volume (per unit minimum.)	 150 litres/min	 150 litres/min
Electrical supply	 415V 3ph 5.5kw	 415V 3ph 7.5kw
Water inlet connection	 1 1/2"	 1 1/2"
Water outlet connection	 1 1/2"	 1 1/2"
Maximum Hose Length	 30m	 30m
Weight	 125kg	 180kg
Height 	 1240 mm	 1520 mm
Width 	 680 mm	 680 mm
Depth 	 380 mm	 380 mm
Order Code	 SKS02383	 SKS02385
Price	 £5,231.24	 £7,245.52

Model:	 Callisto 5FD	 Callisto 7FD	
Rinse, Foam	 Rinse, Foam	
& Disinfect	 & Disinfect

Specification as above
Order Code	 SKS02384	 SKS02386
Price	 £5,611.86	 £7,626.15

The Callisto type pump station performs the functions of 
both a water booster pump set and a satellite station. 
Firstly the unit is a means of supplying 20 bar (285psi) 
pressurised water to independent satellite stations (Mimas 
range) and rinsing outlets via pipework. Secondly it is an 
independent satellite station as per the Mimas F and FD.
Standard accessories provided with satellite include: nozzle 
holder with screw set - key - wall mounting bracket with 
screws. The type of pump station required is selected on 
the basis of the number of operators simultaneously using 

the rinsing function.
The Callisto unit 
requires a suitable 
water supply, three 
phase electrical supply 
and a compressed air 
supply.
The unit can be placed 
directly in food 
production areas and 
has been designed to 
EHEDG guidelines.
Please note these 
units do not come 
with accessories. 
Please specify from 
the System 
Cleaners 
Accessories section

CALLISTO MAIN STATION

Mimas Satellite Units Callisto Main Station

The RBS unit requires a suitable water supply and a three 
phase electrical supply.
The unit should not be placed directly in food production 
areas.
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Model:	 Mimas F	 Mimas FD 	
Rinse & Foam	 Rinse, Foam & Disinfect

Specification 
Maximum number of operators	 1	 1
Minimum water inlet pressure	 15 bar	 15 bar
Maximum water inlet pressure	 25 bar	 25 bar
Minimum water supply	 25 litres/min	 25 litres/min
Maximum water inlet temperature	 70°C	 70°C
Air Supply	 8mm	 8mm
Minimum air inlet pressure	 4 bar	 4 bar
Maximum air inlet pressure	 10 bar	 10 bar
Minimum air supply 	 150 litres/min	 150 litres/min
Water Inlet Connection	 1/2"	 1/2"
Maximum Hose Length	 30m	 30m
Weight excluding accessories	 10 kg	 10 kg
Height	 380 mm	 380 mm
Width	 380 mm	 380 mm
Depth	 190 mm	 190 mm
Order Code	 SKS02377	 SKS02378
Price	 £1,273.65	 £1,523.02

The Mimas satellite station allows selection of rinsing and foam 
application (Mimas F) or rinsing, foam application and disinfection 
(Mimas FD) by turning a pneumatic switch on the side of the satellite.
The satellite is supplied with pressurised water from either a RBS 
or VBS pump station or a Callisto main station along with compressed 
air from a factory supply.
The detergent and disinfectant kegs are placed under the satellite 
station and are drawn into the injector located in the satellite. The 
chemical strength is controlled via special dosing valves.

Standard accessories 
provided with the satellite 
include: nozzle holder with 
screw set, key & wall 
mounting bracket with 
screws.
The unit can be placed directly 
in food production areas. The 
unit has been designed to 
EHEDG guidelines.
Please note these units 
do not come with any 
accessories.  Please 
specify your 
requirements from the 
accessories section.

MIMAS LOCAL CHEMICAL PICK UP SATELLITE STATION

Model:	 S 30	 S 30 D 	
Rinse & Foam	 Rinse, Foam & Disinfect 

Specification
Maximum number of operators	 1	 1
Minimum water inlet pressure	 14 bar	 14 bar
Maximum water inlet pressure	 25 bar	 25 bar
Minimum water supply	 30 litres/min	 30 litres/min
Maximum water inlet temperature	 70°C	 70°C
Air Supply	 1/4" BSP female	 1/4" BSP female
Minimum air inlet pressure	 4 bar	 4 bar
Maximum air inlet pressure	 10 bar	 10 bar
Minimum air supply 	 150 litres/min	 150 litres/min
Water usage for concentrated product	 6-8 l/min	 6-8 l/min
Water Inlet Connection	 1/2" BSP female	 1/2" BSP female
Maximum Hose Length	 30m	 30m
Weight excluding accessories	 4 kg	 4 kg
Height	 300 mm	 300 mm
Width	 215 mm	 215 mm
Depth	 100 mm	 100 mm
Order Code	 SKS03737	 SKS03738
Price	 £778.15	 £1,035.72

The S satellite station allows selection of rinsing and 
foam application (S30) or rinsing, foam application 
and disinfection (S30D) by hand valve selection.
The satellite is supplied with pressurised water from 
either a pump station (RBS, P or VBS) or a H main 
station along with compressed air from a factory 
supply.

S30 SATELLITE STATION

The unit can be placed directly in food production 
areas. The unit has been designed to EHEDG guidelines.

Please note these units do not come with any 
accessories. Please specify your requirements 
from the accessories section.

The detergent and disinfectant kegs are placed under 
the satellite station and chemical is drawn into the 
injector located in the satellite. The chemical strength 
is controlled via metering tips.
Standard accessories provided with the satellite 
include: nozzle holder with screw set, key & wall 
mounting bracket with screws.

Mimas Satellite Units KPV Dilution Pump StationInterconnecting Pipework (Water/ Dilute 
Chemical & Compressed Air)

Water Booster Pump Set

Model:	 KPV100	 KPV150
Specification			
Number of operators simultaneously	 12-14	 20-22

Minimum inlet water supply	 150 l/min	 250 l/min

Minimum inlet water pressure 	 3 bar	 3 bar

Maximum inlet water pressure 	 6 bar	 6 bar

Maximum inlet water temperature	 30°C	 30°C

Maximum outlet water pressure	 0-12 bar variable	 0-12 bar variable

Water Inlet	 1 1/4" BSP male	 1 1/4" BSP male

Water Outlet	 1 1/4" BSP female	 1 1/4" BSP female

Electrical Supply	 415V 3ph 50Hz	 415V 3ph 50Hz

Weight 	 110 kg	 170 kg

Height 	 1845 mm	 1845 mm

Width 	 944mm	 953mm

Depth	 512mm	 512mm

Order Code	 SKS02365	 SKS02366

Price	 £10,971.60	 £14,482.52

The KPV chemical dilution pump station mixes water 
and neat detergent or neat disinfectant in a holding 
tank located within the unit. 
The dilute detergent or disinfectant is then transferred 
via a stainless steel booster pump and pipework to 
a satellite station for applying foam or disinfectant.
The KPV is equipped with an automatic 
start / stop function. If the outlet pressure drops, the

PRE DILUTE SYSTEM

KPV DILUTION PUMP STATION

pump automatically maintains the pre-set pressure 
by means of an inverter drive. The outlet pressure of 
the KPV is variable by turning the pressure adjusting 
controller.
The type of KPV station required is selected on the 
basis of the number of operators
simultaneously using the foaming or disinfecting 
function.

The KPV unit requires a suitable water supply and a 
three phase electrical supply.
The unit can be placed directly in food production 
areas. The unit has been designed to EHEDG 
guidelines.
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Model:	 C 30	 C 30 PD 	
Foam	 Foam & Disinfect

Specification 
Maximum number of operators	 1	 1
Air Supply	 1/4" BSP female	 1/4" BSP female
Minimum air inlet pressure	 4 bar	 4 bar
Maximum air inlet pressure	 10 bar	 10 bar
Minimum air supply 	 150 litres/min	 150 litres/min
Usage for concentrated product	 6-7 l/min	 6-7 l/min
Pre Dilute Chemical Inlet Connection	 1/4" BSP female	 1/4" BSP female
Maximum Hose Length	 30m	 30m
Weight excluding accessories	 4 kg	 4 kg
Height	 300 mm	 300 mm
Width	 215 mm	 215 mm
Depth	 100 mm	 100 mm
Order Code	 SKS03743	 SKS03744
Price	 £775.92	 £912.84

The C satellite stations allow foam application (C30) 
or foam application and disinfection (C30PD) by 
hand valve selection.
The satellite is supplied with pre diluted foam detergent 
and or pre diluted disinfectant from a KPV dilution 
pump station along with compressed air from a factory

C SATELLITE STATION

Model:	 Mimas PF	 Mimas PFPD 	
Rinse & Foam 	 Rinse, Foam & Disinfect

Specification
Maximum number of operators	 1	 1
Minimum water inlet pressure	 15 bar	 15 bar
Maximum water inlet pressure	 25 bar	 25 bar
Minimum water supply	 25 litres/min	 25 litres/min
Maximum water inlet temperature	 70°C	 70°C
Air Supply	 8mm	 8mm
Minimum air inlet pressure	 4 bar	 4 bar
Maximum air inlet pressure	 10 bar	 10 bar
Minimum air supply 	 150 litres/min	 150 litres/min
Water usage for concentrated product	 6-7 l/min	 6-7 l/min
Water Inlet Connection	 1/2"	 1/2"
Chemical Inlet Connection	 1/4"	 1/4"
Maximum Hose Length	 30m	 30m
Weight excluding accessories	 8 kg	 8.5 kg
Height	 380 mm	 380 mm
Width	 380 mm	 380 mm
Depth	 190 mm	 190 mm
Order Code	 SKS02379	 SKS02380
Price	 £1,289.66	 £1,806.65

MIMAS DILUTE CHEMICAL SATELLITE STATION

The Mimas satellite station allows selection of rinsing 
and foam application (Mimas PF) or rinsing, foam 
application and disinfection (Mimas PFPD) by turning 
a pneumatic switch on the side of the satellite.
The satellite is supplied with pressurised water from 
either a RBS or VBS pump station and pre diluted 
foam detergent and or pre-diluted disinfectant from 
a KPV dilution pump station along with a compressed 
air from a factory supply.

Model:	 Callisto 1F	 Callisto 1FD	
Rinse & Foam	 Rinse, Foam & Disinfect

Specification
Minimum water inlet pressure	 1.5 bar	 1.5 bar
Maximum water inlet pressure	 6 bar	 6 bar
Maximum pump pressure	 10 bar + inlet pressure	 10 bar + inlet pressure
Minimum water supply	 50 litres/min	 50 litres/min
Maximum water inlet temperature	 70C	 70C
Minimum inlet air pressure	 4 bar	 4 bar
Maximum inlet air pressure	 10 bar	 10 bar
Minimum air supply	 150 litres/min	 150 litres/min
Electrical supply	 240 volt a.c. 1.1kw	 240 volt a.c. 1.1kw
Maximum Hose Length	 20m	 20m
Weight excluding accessories	 50 kg	 50 kg
Height	 740 mm	 740 mm
Width	 680 mm	 680 mm
Depth	 380 mm	 380 mm
Order Code	 SKS02388	 SKS02389
Price	 £2,792.34	 £3,172.97

CALLISTO 10 BAR MAIN STATION

The Callisto 10 Bar Main Station is an independent 
satellite station allowing selection of rinsing and foam 
application (Callisto 1F), or rinsing foam application 
and disinfection (Callisto 1FD). The individual 
functions are selected by turning a switch on the side 
of the cabinet.

The inlet water supply is increased by 10 bar (140psi), 
via the integral water booster pump.

VOYAGER 1 10 BAR TROLLEY MOUNTED UNIT

The Voyager 1 is a 10 bar mobile cleaning trolley that 
incorporates the following cleaning functions: rinse, 
foam application and disinfecting. The Voyager 1 is 
available in two variants without built in compressor 
Voyager 1 and with built in compressor (oil free) 
Voyager 1K.  
The Voyager can be connected to cold or hot water, 
compressed air (Voyager 1) and a 240 volt electrical 
supply, which increases the outlet water  pressure by 
10 bar (140 psi), via the integral water booster pump.

supply. Standard accessories provided with the satellite 
include a nozzle holder with screw set, key and wall 
mounting bracket with screws.
The unit can be placed directly in food production 
areas. The unit has been designed to EHEDG 
guidelines.

Please note these units do not come with 
accessories. Please specify your requirements 
from the accessories section.

Standard accessories provided with the satellite include 
a nozzle holder with screw set, key and wall mounting 
bracket with screws.
The unit can be placed directly in food production 
areas. The unit has been designed to EHEDG 
guidelines.

Please note these units do not come with any 
accessories.  Please specify your requirements 
from the accessories section.

Model:	 Voyager 1	 Voyager 1K	
Rinse, Foam	 Rinse, Foam & 	
& Disinfect	 Disinfect With		

Built-in Compressor
Specification
Minimum water inlet pressure	 1.5 bar	 1.5 bar
Maximum water inlet pressure	 6 bar	 6 bar
Maximum pump pressure	 10 bar + inlet pressure	 10 bar + inlet pressure
Minimum water supply	 50 litres/min	 50 litres/min
Maximum water inlet temperature	 70C	 70C
Minimum inlet air pressure	 4 bar	 4 bar
Maximum inlet air pressure	 10 bar	 10 bar
Minimum air supply	 150 litres/min	 150 litres/min
Electrical supply	 240 volt a.c. 	 240 volt a.c. 
Maximum Hose Length	 20m	 20m
Weight excluding accessories	 80 kg	 80 kg
Height	 950 mm	 950 mm
Width	 550 mm	 550 mm
Depth	 1300 mm	 1300 mm
Part Code	 SKS02375	 SKS02376
Price	 £4,295.80	 £4,904.81

The chemicals are stored away neatly in the 
compartment within the unit.
The individual functions rinsing, foaming and 
disinfecting are selected by turning a switch on the 
back of the cabinet.

Standard accessories provided with the Voyager 1 
include: rinsing nozzle, foam nozzle, disinfection 
nozzle, 20 metre outlet hose, low pressure valve, inlet 
hose and 5 metres of electrical cable.

The Callisto unit requires a suitable water supply, 
single-phase electrical supply and a compressed air 
supply. 

Standard accessories provided with Callisto Main 
Station include: nozzle holder with screw set - key - 
wall mounting frame with screws.

The unit can be placed directly in food production 
areas and has been designed to EHEDG guidelines.

Please note these units do not come with any 
accessories Please specify from System 
Cleaners Accessories
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System Cleaners Modular Equipment

Model:	 Voyager 4	 Voyager 4K	
Rinse, Foam & Disinfect 	 Rinse, Foam & Disinfect		

With Built In Compressor
Specification
Number Of Users	 1-2	 1-2
Minimum water inlet pressure	 1.5 bar	 1.5 bar
Maximum water inlet pressure	 8 bar	 8 bar
Maximum pump pressure	 22 bar + inlet pressure	 22 bar + inlet pressure
Minimum water supply	 50 litres/min	 50 litres/min
Maximum water inlet temperature	 70°C	 70°C
Minimum inlet air pressure	 5 bar	 5 bar
Maximum inlet air pressure	 10 bar	 8 bar
Minimum air supply	 150 litres/min	 150 litres/min
Electrical supply	 415 volt a.c. 4KW	 415 volt a.c. 4KW
Maximum Hose Length	 25m	 25m
Weight excluding accessories	 140 kg	 160 kg
Height	 950 mm	 950 mm
Width	 550 mm	 550 mm
Depth	 1300 mm	 1300 mm
Order Code	 SKS02373	 SKS02374
Price	 £5,571.80	 £6,064.88

The Voyager is a medium pressure mobile cleaning 
trolley that incorporates the following cleaning 
functions: rinsing, foaming and disinfecting. The 
voyager is available in two variants without built in 
compressor Voyager 4 and with built in compressor 
(oil free) Voyager 4K.

VOYAGER 25 BAR MOBILE CLEANING UNIT

System Cleaners
Accessories

Blue 

Length	Couplings	 Order Code	 Price

5 mtr	 Galvanised	 SKS02340	 £66.76

10 mtr	 Galvanised	 SKS02340/01	 £82.35

15 mtr	 Galvanised	 SKS02340/02	 £110.49

20 mtr	 Galvanised	 SKS02340/03	 £131.77

25 mtr	 Galvanised	 SKS02340/04	 £162.64

30 mtr	 Galvanised	 SKS02340/05	 £186.68

40 mtr	 Galvanised	 SKS02340/06	 £256.68

A range of System 
Cleaners 1/2” 
thermoplastic hoses 
complete with 
galvanised or 
stainless steel swaged 
ends and coupling 
protectors. 

Maximum Pressure 
50 bar (700 psi)

Maximum 
Temperature 70°C

1

2

3

4

SYSTEM CLEANERS HOSES SYSTEM CLEANERS COUPLINGS

The Voyager can be connected to cold or hot water, 
compressed air (Voyager 4) and a 415volt, 3 phase 
electrical supply, which increases the outlet water 
pressure to 25 bar via the integral water booster pump 
and enables two users to rinse at the same time.
The chemicals are stored neatly away in the 
compartment within the unit.

The individual functions rinsing, foaming and 
disinfecting are selected by turning a switch on the 
back of the cabinet.
Standard accessories provided with the Voyager 
include: rinsing nozzle, foam nozzle, disinfection 
nozzle, 20 metre outlet hose, low pressure valve, inlet 
hose and 10 metres of electrical cable

Length	Couplings	 Order Code	 Price

5 mtr	 Stainless Steel	 SKS02342	 £72.74

10 mtr	 Stainless Steel	 SKS02342/01	 £115.29

15 mtr	 Stainless Steel	 SKS02342/02	 £141.37

20 mtr	 Stainless Steel	 SKS02342/03	 £168.14

25 mtr	 Stainless Steel	 SKS02342/04	 £194.90

30 mtr	 Stainless Steel	 SKS02342/05	 £220.99

40 mtr	 Stainless Steel	 SKS02342/06	 £271.77

Description	 Order Code	 Price

1	 Male - 1/2"	 SKS01315	 £14.42 	
BSP Female	

2	 Female - 1/2"	 SKS02202/08	 £41.17 	
BSP Female	

3	 Female - 1/2"	 SKS02202/18	 £35.00 	
BSP Male	

4	 Male - 1/2"	 SKS02307	 £18.20 	
BSP Male

Description	 Order Code	 Price

SD Satellite	 SKS02202/09	 £70.68
Detergent 
Dosing Valve	

SD Satellite	 SKS02202/28	 £70.68 
Disinfectant	
Dosing Valve

Description	 Order Code	 Price

Satellite Selector	 SKS03711/05	 £107.38
Switch Complete

Description	 Order Code	 Price

Satellite Selector	 SKS03711/07	 £9.09
Switch Knob

SATELLITE SPARE PARTS
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The low-pressure valve is a moulded in stainless 
steel ball valve with a stainless steel T-handle. 
Quick connect nozzles are available for the low-
pressure valve, enabling a set min / max through 
flow of water. The low-pressure valve is most 
useful in hard to reach places (under conveyors). 

1/2" BSP female inlet connection
1/2" Quick Connect outlet connection
Maximum Pressure:	 362 psi  (25 bar) 
Max. Temperature:	 60°C  (140°F) 
Maximum Flow:	 60 litres / min  	

(11 gal/min) @ 5 bar

Description	 Order Code	 Price
Moulded Low	 SKS02319	 £83.04
Pressure Valve 
Stainless Steel

As SKS02319 but without the quick connect 
fitting attached.

Description	 Order Code	 Price
Moulded Wrapped	 SKS02319/01	 £40.49
In Valve 
Stainless Steel

MOULDED LOW PRESSURE VALVE 
STAINLESS STEEL

NON MOULDED LOW PRESSURE 
VALVE STAINLESS STEEL

The stainless steel low-pressure valve comes 
with a stainless steel T-handle and a protective 
bracket. Quick connect nozzles are available, 
enabling a set min / max through flow of water. 
The stainless steel low-pressure valve is most 
useful in hard to reach places (under conveyors).
1/2" BSP female inlet connection
1/2" Quick Connect outlet connection

Maximum Pressure:	 362 psi  (25 bar) 
Maximum Temp.:	 60°C  (140°F) 
Maximum Flow:	 60 litres / min  	

(11 gal/min) @ 5 bar

Description	 Order Code	 Price
Non Moulded	 SKS02320/88	 £87.47
Low Pressure Valve
Stainless Steel

The twin grip combi tool does away with the need 
for gun / valve, separate rinse, foam and disinfectant 
nozzles, as it is a combination of all three.
By turning the front you can select rinse, 
disinfectant, foam and off.

TWIN GRIP COMBI TOOL

As rinse nozzles but attached to a 750mm lance.
Flow rates based on 20 bar water supply.

Description	 Order Code	 Price
Grey 	 = 20 litres per minute – 00°	 SKS02345/01	 £65.20
Grey 	 = 20 litres per minute – 15°	 SKS02345/02	 £65.20
Grey 	 = 20 litres per minute – 25°	 SKS02345/03	 £65.20
Green = 30 litres per minute – 00°	 SKS02202/57	 £65.20
Green = 30 litres per minute – 15°	 SKS02202/49	 £65.20
Green = 30 litres per minute – 25°	 SKS02202/50	 £65.20
Blue 	 = 40 litres per minute – 00°	 SKS02202/51	 £65.20
Blue 	 = 40 litres per minute – 15°	 SKS02202/52	 £65.20
Blue 	 = 40 litres per minute – 25°	 SKS02202/53	 £65.20
Red 	 = 50 litres per minute – 00°	 SKS02202/54	 £65.20
Red 	 = 50 litres per minute – 15°	 SKS02202/55	 £65.20
Red 	 = 50 litres per minute – 25°	 SKS02202/56	 £65.20

Description	 Order Code	 Price

Yellow = 20 litres	 SKS02320/15	 £24.71
per minute – 60°	
Yellow = 30 litres	 SKS02320/07	 £24.71
per minute – 60°

Description	 Order Code	 Price

White = 100 litres	 SKS02320/06	 £28.81
per minute – 65°	
White = 150 litres	 SKS02320/71	 £28.81
per minute – 65°
White = 200 litres	 SKS02320/70	 £28.81
per minute – 50°

A range of low / medium pressure nozzles complete with colour coded nozzle protectors and male quick connect fittings. For use on low / medium pressure wash down 
systems (i.e. System Cleaners Systems) for easy connection to a low pressure valve,  medium pressure gun or ST3100 gun.
Flow rates based on a 20 bar water supply.

Description	 Order Code	 Price
Grey 	 = 20 litres per minute – 00°	 SKS02202/45	 £24.02
Grey  	= 20 litres per minute – 15°	 SKS02202/46	 £24.02
Grey  	= 20 litres per minute – 25°	 SKS02202/47	 £24.02
Green = 30 litres per minute – 00°	 SKS02202/00	 £24.02
Green = 30 litres per minute – 15°	 SKS02202/01	 £24.02
Green = 30 litres per minute – 25°	 SKS02202/02	 £24.02
Blue 	 = 40 litres per minute – 00°	 SKS02320/75	 £24.02
Blue 	 = 40 litres per minute – 15°	 SKS02320/74	 £24.02
Blue 	 = 40 litres per minute – 25°	 SKS02320/16	 £24.02
Red 	 = 50 litres per minute – 00°	 SKS02202/03	 £24.02
Red 	 = 50 litres per minute – 15°	 SKS02202/04	 £24.02
Red 	 = 50 litres per minute – 25°	 SKS02202/05	 £24.02

RINSE NOZZLES

DISINFECTANT NOZZLES FOAM NOZZLES NOZZLE PROTECTORS

The nozzle protectors are available separately in the 
following colours.

Description	 Order Code	 Price
Grey	 SKS02320/31	 £4.85
Blue 	 SKS02320/32	 £4.85
Green 	 SKS02320/33	 £4.85
Yellow	 SKS02320/34	 £4.85
Red	 SKS02320/35	 £4.85
White	 SKS02320/36	 £4.85

RINSE LANCES

System Cleaners Accessories

An auto shut off gun widely used on low to 
medium pressure systems where rinse, foam 
and disinfectant applications are required. Quick 
connect nozzles are available for the gun, 
enabling a set min / max through flow of water. 
All wetted parts of the gun are constructed from 
stainless steel.

LOW/MEDIUM PRESSURE GUN

1/2" BSP female inlet connection

1/2" Quick Connect outlet connection

Maximum Pressure:	 910 psi  (65 bar), 

Maximum Temp.:	 100°C  (212°F), 

Maximum Flow:	 60 litres / min 	
(11 gal/min).

Description	 Order Code	 Price
Medium	 SKS02202/29	 £201.77
Pressure Gun

Description	 Order Code 	 Price

Twin Grip Combi	 SKS02321	 £157.50
Tool

NOZZLES



A range of couplings compatible with the System Cleaners 
Equipment

Description	 Order Code 	 Price

1  Male 	 – 1/2" BSP Female	 SKS01369	 £10.03

2  Female – 1/2" BSP Female	 SKS01369/01	 £22.58

3  Female – 1/2" BSP Male	 SKS01369/02	 £22.58

4  Male 	 – 1/2" BSP Male	 SKS01369/03	 £10.63
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Medium Pressure
Equipment

The Streamline Blend Centre provides a safe, 
controlled and economic method for dilution of up 
to four chemicals. It is not suitable for feeding hoses 
longer than 1 metre, brushes, piped or valved 
systems. These simple proportioners require no 
electricity and are driven by the water flow. The unit 
is self-priming and gives an accurate and adjustable 
dilution if fed with a consistent water supply. The 
units have push button control valves for operation.

Note: The unit is approved for direct connection 
to mains water supply by the Water Authority.

Description	 Order Code     	 Price
Single Streamline	 SKS02500	 £74.91
Blend Centre  	
Double Streamline	 SKS02501 	 £109.45
Blend Centre  	
Triple Streamline	 SKS02502	 £155.62
Blend Centre	
Metering Tips	 SKS02500/01	 £4.12

The Vessel Fill Proportioner - Single / Double is a 
quality dilution unit that should give trouble free 
operation if installed and maintained correctly. The 
Proportioner provides a safe, controlled and 
economic method for dilution of chemical into an 
open container, i.e. bucket, sprayer, sink. It is not 
suitable for feeding hoses longer than 1 metre, 
brushes, piped or valved systems. This simple 
proportioner requires no electricity and is driven 
by the water flow. 

Note: Water Authority regulations state that no 
chemical dilution equipment may be connected 
directly to the mains supply. A suitable backflow 
prevention device should be installed.

Description	 Order Code     	 Price
SS Single Bucket	 SKS02512	 £184.15
Fill Proportioner 	
SS Double Bucket	 SKS02513	 £349.83
Fill Proportioner 

Flow Rate               	 Approx. 20 l/min variable 	
@ 6 bar (80psi) 

Operating Pressure minimum	 2 bar (30psi) 
Operating Pressure maximum	 11 bar (150psi) 
Maximum Water Temperature 	 80°C 
Dilution Rate            	 0.2% to 10% v/v 	

(Variable in steps 	
dependent on orifice 	
plate) 

Dilution Rate - Adjustment 	 Standard St/St orifice 	
plates (not supplied) 

Connections             	 Inlet 1/2" BSP male

Flow Rate Minimum	 14 litres per min
Flow Rate Maximum	 56 litres per min
Operating Pressure Minimum	 1.79 bar (25 psi)
Operating Pressure Maximum	 4.21 bar (60 psi)
Maximum Water Temperature	 60°C
Dilution Rate - Adjustment 	 Set of coloured metering 	

tips (supplied)
Connections	 Inlet 3/4" tap thread female
                       	 Outlet 3/4" hosetail

Flow Rate	 Approx 20 litres per min 	
@ 6 bar (80psi)

Operating Pressure	 Minimum 2 bar (30 psi) 
Operating Pressure 	 Maximum 11 bar (150 psi)
Maximum Water Temperature	 80°C
Dilution Rate - Adjustment	 Set of coloured metering 	

tips (supplied)
Connections	 Inlet 3/4" tap thread female	

Outlet 1/2" hosetail

Description	 Order Code	 Price
Dema Single Proportioner	 SKS02519	 £89.06
Dema Dual Proportioner	 SKS02520	 £132.28
Metering Tips	 SKS02520/01	 £7.40

The Dema Proportioner provides a safe, controlled 
and economic method for dilution of cleaning 
chemicals (detergent / disinfectant). 
It is not suitable for feeding hoses longer than
1 metre, brushes, piped or valved systems. These 
simple proportioners require no electricity and are 
driven by the water flow. The units are self-priming 
and give an accurate and adjustable dilution if fed 
with a consistent water supply. The units have either 
one or two inbuilt control valves for operation.

Note: The units are approved for direct connection 
to mains water supply by the Water Authority.

1/2" BSP female inlet connection

1/2" Quick Connect outlet connection

Maximum Pressure:	870 psi (60 bar), 

Max. Temperature:	 80°C (176°F), 

Maximum Flow:	 100 litres/min  	
(22 gal/min).

Dilute Chemical
Dispense Equipment

STREAMLINE BLEND CENTRE

DEMA PROPORTIONER

SS SINGLE - DOUBLE BUCKET FILL PROPORTIONER

MEDIUM PRESSURE GUN MEDIUM PRESSURE VALVE

COUPLINGS

1

2

3

4

The medium pressure valve 
is a moulded in ball valve 
with a stainless steel
T-handle. Quick connect 
nozzles are available for the 
low-pressure valve, enabling 
a set min / max through flow 
of water. The low-pressure 
valve is most useful in hard 
to reach places (under 
conveyors).

Description	 Order Code 	 Price

Medium Pressure Valve 	 SKS01006	 £60.00

The gun is widely used 
on low to medium 
pressure systems where 
rinse, foam and 
disinfectant applications 
are required. Quick 
connect nozzles are 
available for the gun, 
enabling a set min / max 
through flow of water.

Description	 Order Code	 Price
ST3100	 SKS01004	 £144.07 
Stainless Steel	
Dampened 
Medium 
Pressure Gun



27Order online: www.holchemwhce.co.uk   Phone: 01706 238520   Email: engineeringsales@holchem.co.uk26 Order online: www.holchemwhce.co.uk   Phone: 01706 238520   Email: engineeringsales@holchem.co.uk

Dilute Cemical Dispense Equipment

Flow Rate Minimum - 0.08 litres per min

Flow Rate Maximum - 12 litres per min

Operating Pressure Minimum - 0.3 bar (4 psi)

Operating Pressure Maximum - 6 bar (85 psi)

Maximum Water Temperature - 60°C

Connections - 3/4" Male BSP

Dilution Rate - 0.8% to 5% v/v 

(Continuously Variable)

Description	 Order Code	 Price
Dosatron D07RE5	 SKS02808	 £227.85

DOSATRON RANGE
A range of water driven chemical dilution pumps 
which provide a safe, controlled and economic 
method for dilution of chemical into either an open 
container, i.e. "bucket fill", or into sprayers, brushes 
or piped and valved systems. 

These simple proportioners require no electricity 
and are driven by the water flow and are self priming. 
The units give an accurate and adjustable dilution 
for a wide range of flow. 
A range of proportioners is available to suit the flow 
requirements, dilution range and type of chemical.

Note: Water Authority regulations state that no 
chemical dilution equipment may be connected 
directly to the mains supply. A suitable backflow 
prevention device should be installed.

The range below is for detergents, disinfectants and 
caustic chemicals used in the food and beverage industry.

Flow Rate Minimum - 0.16 litres per min

Flow Rate Maximum - 41.66 litres per min

Operating Pressure Minimum - 0.3 bar (4 psi)

Operating Pressure Maximum - 6 bar (85 psi)

Maximum Water Temperature - 40°C

Connections - 3/4" Male BSP

Dilution Rate D25 RE 2 - 0.2% to 2% v/v 
(Continuously Variable)

Dilution Rate D25 RE 5 - 1% to 5% v/v 
(Continuously Variable)

Dilution Rate D25 RE 10 - 3% to 10% v/v
(Continuously Variable)

Description	 Order Code	 Price
Dosatron D25 RE 2	 SKS02849	 £297.07
Dosatron D25 RE 5	 SKS02850	 £439.53
Dosatron D25 RE 10	 SKS02851	 £525.45

The range below is for acids and chlorinated chemicals 
used in the food and beverage industry.

Flow Rate Minimum - 0.16 litres per min

Flow Rate Maximum - 41.66 litres per min

Operating Pressure Minimum - 0.3 bar (4 psi)

Operating Pressure Maximum - 6 bar (85 psi)

Maximum Water Temperature - 40°C

Connections - 3/4" Male BSP

Dilution Rate D25 REIE 2 PVDF - 0.2% to 2% v/v 
(Continuously Variable)

Dilution Rate D25 REIE 5  PVDF - 1% to 5% v/v 
(Continuously Variable)

Dilution Rate D25 REIE 10 PVDF - 3% to 10% v/v 
(Continuously Variable)

Description	 Order Code	 Price
Dosatron D25 REIE 2 	 SKS02853	 £420.76
PVDF

Dosatron D25 REIE 5	 SKS02854	 £549.31
PVDF	

Dosatron D25 REIE 10 	 SKS02855	 £619.76
PVDF

D07RE5 HOT WATER DOSATRON

D25RE RANGE D25RE PVDF RANGE

The range below is for detergents, disinfectants and 
caustic chemicals used in the food and beverage industry.

Flow Rate Minimum – 0.166 litres per min

Flow Rate Maximum – 50 litres per min

Operating Pressure Minimum – 0.5 bar (7 psi)

Operating Pressure Maximum – 6 bar (85 psi)

Maximum Water Temperature - 40°    
Connections – 3/4" Male BSP

Dilution Rate D3 RE 2   - 0.2% to 2% v/v 
(Continuously Variable)

Dilution Rate D3 RE 5  -  0.5% to 5% v/v 
(Continuously Variable)

Dilution Rate D3 RE 10 - 1% to 10% v/v 
(Continuously Variable)

Description	 Order Code	 Price

Dosatron D3 RE 2	 SKS02856	 £327.99

Dosatron D3 RE 5	 SKS02857	 £452.79

Dosatron D3 RE 10	 SKS02858	 £525.68

D3 RE RANGE

The range below is for acids and chlorinated chemicals 
used in the food and beverage industry.

Flow Rate Minimum – 0.166 litres per min

Flow Rate Maximum – 50 litres per min

Operating Pressure Minimum – 0.5 bar (7 psi)

Operating Pressure Maximum – 6 bar (85 psi)

Maximum Water Temperature - 40°C

Connections – 3/4" Male BSP

Dilution Rate D3 RE 2   - 0.2% to 2% v/v 
(Continuously Variable)

Dilution Rate D3 RE 5   - 0.5% to 5% v/v 
(Continuously Variable)

Dilution Rate D3 RE 10 - 1% to 10% v/v 
(Continuously Variable)

Description	 Order Code	 Price

Dosatron D3 RE 2 PVDF	 SKS02859	 £386.53

Dosatron D3 RE 5 PVDF	 SKS02860	 £500.28

Dosatron D3 RE 10 PVDF	 SKS02861	 £570.96

D3 RE PVDF RANGE DI 1500 SODIUM HYPOCHLORITE 
DOSATRON

Dilute Cemical Dispense Equipment

A dosatron specifically used for the dosing of Sodium 
Hypochlorite.

Flow Rate Minimum - 0.2 litres per min

Flow Rate Maximum - 40 litres per min

Operating Pressure Minimum - 0.3 bar (4 psi)

Operating Pressure Maximum - 5 bar (72 psi)

Maximum Water Temperature - 40°C

Connections - 3/4" Male BSP

Dilution Rate DI 1500 - 0.07% to 0.2% v/v 
(Continuously Variable)

90ppm to 280ppm
(Continuously Variable)

Description	 Order Code	 Price

Dosatron DI 1500 PVDF  	 SKS02852	 £475.98
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Neat Chemical
Dispense Equipment

Description	 Order Code     	 Price

BSD1 Dosing Unit	 SKS03400       	 £488.25

Standard Installation Kit      	 SKS03403       	 £30.42

Replacement Rotor	 SKS03401/05	 £10.16

Replacement Tube           	 SKS03401/01    	 £3.49

25kg Low Level Drum Spear (shown)  	 SKS03448       	 £109.65

200kg Low Level Drum Spear     	 SKS03449       	 £124.40

25kg Battery Low Level Drum Spear	 SKS03442	 £123.00

200kg Battery Low Level Drum Spear	 SKS03441	 £147.00

The BSD1 Dosing Unit utilises advanced electronic 
technology along with a peristaltic pump. It is able 
to provide precision chemical charging and is ideally 
suited to large industrial tray or rack washers. The 
unit is manufactured in a strong ABS IP66M enclosure 
with external mountings. To prevent unauthorised 
tampering a security code is needed to enter the 
programming mode.

Pump Head Flow Rate 	 Approx. 1 litre / min 	
(variable) 

Supply Voltage         	 110 - 240 Volts a.c. 

Materials of Construction 	 (chemical side) 	
Silicone Rubber 	
Peristaltic Tubing. 	
Other materials 	
available to suit 	
chemical.

An installation kit is available and comes complete 
with all fittings and 10 metres of 10mm ID reinforced 
PVC tubing for transfer of chemical from either a
25 litre or 200 litre container to the wash tank.

A 25 litre or 200 litre drum spear with low level sensor 
is available which when connected electrically to the 
BSD1 will alarm when the chemical container is 
empty. The BSD1 can then be utilised to control a 
visible or audible alarm (not supplied).

This polypropylene venturi injector provides a safe, 
controlled and economic method for dilution of 
chemical on small equipment such as bootwashers. 
The injector is mounted directly into the pipework 
and chemical is picked up locally. The strength is 
controlled by inserting different coloured metering 
tips. 
The flow rate varies dependent on water pressure but 
is typically 10 – 25 litres per minute at 3 bar.
Connections - 3/8" male BSP
Description	 Order Code	 Price
Dema 203 CT Injector	 SKS02600	 £25.64

A 1/2" air operated chemical transfer pump that is 
self priming and can be run at variable flow rates by 
adjusting the air pressure. The unit can also run dry 
without damage to the pump.

Specification
Materials : 	 Polypropylene Body /	

Santoprene 			
Diaphragm

Fluid Connections: 	 1/2" Inlet / Outlet

Max Flow Rate Fluid:	 49 Litres Per Min

Air Connection: 	 1/4" Inlet 

Max Air Inlet Pressure:	 6.9 Bar (100 p.s.i)

Description	 Order Code	 Price
Double Diaphragm	 SKS05222	 £396.52
Air Pump

BSD1 DOSING UNIT

BSD1 STANDARD INSTALLATION KIT

DOUBLE DIAPHRAGM AIR PUMP DEMA 203 CT INJECTOR

Neat Chemical Dispense Equipment

Description	 Order Code	 Price
Aeroflow Drum Tap	 SKS03040/04	 £2.64

A polyethylene on / off drum tap incorporating air 
return technology. As the container empties, the liquid 
is replaced with air. This reduces the possibility of 
the container collapsing.   
3/4" BSP drum fitting.

Description	 Order Code	 Price

25 litre	 SKS03021	 £2.26
Siphon Pump	

200 litre	 SKS03020	 £9.96
Siphon Pump

Description	 Order Code	 Price
25 litre	 SKS03050	 £1.61
Plunger Pump	

A 25 Litre Plunger Pump, mounted on a 25 litre cap. 
30ml per stroke.

Description	 Order Code	 Price
5 litre	 SKS03051	 £1.07
Plunger Pump	

A 5 Litre Plunger Pump, mounted on a 5 litre cap. 
30ml per stroke.

5 litre	 SKS03052	 £0.67
Plunger Pump	

A 5 Litre Plunger Pump, mounted on a 5 litre cap. 
4ml per stroke.

Description	 Order Code	 Price
25 litre	 SKS03033	 £25.42
drum pump
180 ml per stroke	

200 litre	 SKS03022	 £34.87
drum pump
400 ml per stroke		

Safety measure	 SKS03022/01	 £7.28
container
Holds 1 litre max

A drum pump with a push pull action made from 
polypropylene. There are two sizes available to fit 25 
or 200 litre containers. As an optional safety measure 
a container can be purchased separately, which when 
screwed directly on to the outlet of either pump 
prevents accidental spillage of the chemical whilst 
decanting.

CONTAINER MOUNTED
These units are designed for dispensing the undiluted product directly from the chemical drum, either by measured dispense, siphon or simple drum tap. All units are 
chemically resistant and provide a safe method for dispensing concentrate.

Description	 Order Code	 Price
Drum Pump 925	 SKS03030	 £36.04
250ml per stroke

A push pull action pump made from polypropylene, 
featuring a telescopic uptake. Complete with a set of 
adaptors to fit 25 or 200 litre containers.

Description	 Order Code	 Price
200 Litre	 SKS03040/03	 £0.46
Drum Bung		
A single bung that will fit a 200 litre container. Will 
accept drum tap SKS03040/04 and comes complete 
with resealable cap.
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Neat Chemical Dispense Equipment

Description	 Order Code	 Price
ER1 Refillable Hand	 SKS03340	 £16.28
Soap Dispenser	

ER1 Refillable Hand	 SKS03339	 £16.28
Lotion Dispenser	

ER1 Refillable Drysan	 SKS03341	 £16.28
Dispenser	

ER1 Refillable Barrier 	 SKS03348	 £16.28
Cream Dispenser

The wall mounted dispensers are designed for 
hygienic dispense of hand care products. They are 
robust and hardwearing

Cross infection by the transfer of pathogenic or food spoilage organisms via the hands is a significant problem in food production or food 
service. To reduce the incidence of cross contamination regular hand washing and hand sanitising is essential.

DRUM OPENERS

ER1
Volume Held	 0.8 litres
Dispense Volume per shot	 2 ml
Lockable	 Yes

A polypropylene drum 
opener suitable for opening 
caps on both 25 and 200 
litre containers.

A plated mild steel 
drum wrench suitable 
for opening all caps on 
200 litre containers.

Description	 Order Code	 Price
BD2 Dispenser	 SKS03000	 £14.26

This wall-mounted 
rugged unit is chemically 
resistant and allows for 
easy measured dispense 
of the undiluted product 
by pushing the front 
mounted plunger.
The Hydro Dispenser 
comes complete with 
flexible chemical pick up 
tube and flexible outlet 
tube.
15 / 30 ml per stroke 
variable. Description	 Order Code	 Price

Hydro Dispenser	 SKS03001	 £21.23

Neat Chemical Dispense Equipment

UNIVERSAL DRUM WRENCH DRUM OPENER

HAND HYGIENE

ER1 DISPENSERS

The wall-mounted unit is 
operated by pushing a 
plunger. This rugged unit 
is chemically resistant and 
allows for easy measured 
dispense of the undiluted 
product into sinks / 
vessels.
30ml per stroke.

A decant hose assembly for attaching to a 
1 1/2" male camlock on an IBC container, to enable 
smooth decanting of chemical into smaller containers 
via a 3/4" hose.

Description	 Order Code	 Price
Decant Hose	 SKS01269	 £25.00
Assembly

A pneumatic decant unit that is designed to provide 
a repeatable and safe means of transferring a wide 
range of chemical products.
The chemicals are transferred from an IBC or Bulk 
Tank on demand to a smaller container by presetting 
the batch counter and initiating the unit via a key 
switch.  
The system is designed to be robust and reliable; it 
incorporates a stainless steel frame, polypropylene 
drip tray, pneumatic batch controller, and a decanting 
lance with anti-drip valve.
The unit also benefits by only requiring a small bore 
compressed air supply.
The advantage of using this type of system is the 
safety features that ensure unauthorised use is not 
possible.

Specification
Pump material	 Polyethylene
Diaphragm material	 PTFE
Product connections 	 1/2" BSP 
Air connection	 1/4" BSP
Pump flow rate 	 50 l/min
Air pressure req	 6 bar 100psi
Max temp	 70°C

Description	 Order Code	 Price
CDU50PTT	 SKS03091	 £2,317.25	
Chemical 
Decant Station

The electrical decant unit is designed to provide a 
safe means of decanting a wide range of chemicals 
on demand, by switching the pump on and using the 
nozzle gun to transfer chemical from IBC’s or 200 
litre drums into smaller kegs / containers.
The operative turning on and off the nozzle gun 
controls the amount of product dispensed.
The set consists of:
Drum Pump c/w speed control to minimise foaming 
issues (110v or 240v)
2 x Polypropylene 3/4" hose connectors
2.5m of 3/4" PVC hose
2 x 3/4" Hose clamps
Nozzle PP/FEP
Polypropylene drum adapter

Specification
Housing:	 PP/PVDF
Product Connections	 3/4" 
(outlet hose):	 
Density max:	 1.4 S.G.
Pump flow rate max:	 86 l/min
Max temp:	 Ambient °C

Description	 Order Code	 Price
Portable Electrical	 SKS02702	 £798.25
Decant Unit 240V
Portable Electrical	 SKS02702/01	 £798.25
Decant Unit 110V

WALL MOUNTED HYDRO PUSH DISPENSER WALL MOUNTED BD2 PUSH DISPENSER

DECANT STATION

DECANT HOSE ASSEMBLY

PORTABLE ELECTRICAL 
DECANT UNIT

The pneumatically controlled trolley is designed to 
safely and accurately dose chemical from the onboard 
200 litre drum into vessels, tanks etc. The advantage 
of this system is that with the drum being an integral 
part of the trolley it can be filled and emptied without 
the need for handling of the 200 litre drum. It is easy 
to use and delivers preset dose volumes from the 
onboard chemical drum through a delivery hose to a 
Shepard’s crook.

Specification
Flow Rate - Liquid	 Approx. 20 l/min typical
Air Supply - Pressure	 Pressure 3 to 6 bar  	

(40 to 85 psi)
Outlet	 Shepard’s Crook
Inlet Connection	 1/2" female camlock
Supplied with:	 Inlet hose	

Discharge hose 	
Shepard’s Crook

Description	 Order Code 	 Price
Chemical Decant 
Trolley	 SKS02701	 £2,940.00

TAPFLO DECANT TROLLEY

Description	 Order Code	 Price
Drum Opener	 SKS03041	 £8.84

Description	 Order Code	 Price
Universal Drum 	 SKS03041/02	 £12.78
Wrench
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Spill ContainmerntSpill Containment

Single Bund Stand	 Dimensions W1570mm x D1670mm x H650mm
Single Bund Stand c/w Keg Facility 	 Dimensions W1570mm x D1930mm x H650mm
Double Bund Stand	 Dimensions W2810mm x D1670mm x H370mm
Double Bund Stand c/w Keg Facility	 Dimensions W2810mm x D1930mm x H370mm

Description	 Order Code	 Price
Single Bund Stand	 SKS04000	 £480.00
Single Bund Stand c/w Keg Facility 	 SKS04001	 £489.00
Double Bund Stand 	 SKS04002	 £674.00
Double Bund Stand c/w Keg Facility	 SKS04003	 £695.00

A range of IBC bund stands suitable for either one 
or two 1,000 litre tanks for all your IBC spill 
containment needs. The bund stands are constructed 
from high impact resistant GRP and incorporate a 
chemical resistant lining. They are available in the 
following variants:

Keg Facility

IBC BUND STANDS

Description	 Order Code	 Price
Polysafe Pallet 2.2 With Grid In Blue	 SKS04010	 £225.29
Polysafe Pallet 2.2 Without Grid In Blue	 SKS04010/01	 £123.70
Polysafe Pallet 2.2 With Grid In Yellow	 SKS04010/02	 £225.29 
Polysafe Pallet 2.2 Without Grid In Yellow	 SKS04010/03	 £123.70
Polysafe Pallet 2.4 With Grid In Blue	 SKS04010/04	 £261.90
Polysafe Pallet 2.4 Without Grid In Blue	 SKS04010/05	 £129.78
Polysafe Pallet 2.4 With Grid In Yellow	 SKS04010/06	 £261.90
Polysafe Pallet 2.4 Without Grid In Yellow	 SKS04010/07	 £129.78
Polysafe Pallet 2.4-R With Grid In Blue	 SKS04010/08	 £365.68
Polysafe Pallet 2.4-R Without Grid In Blue	 SKS04010/09	 £182.43
Polysafe Pallet 2.4-R With Grid In Yellow	 SKS04010/10	 £365.68
Polysafe Pallet 2.4-R Without Grid In Yellow	 SKS04010/11	 £182.43

A range of polysafe pallets for all your 
drum / keg spill containment needs. 
The polysafe pallets are constructed 
from chemical resistant polyethylene 
and are available in three different 
sizes, with or without grid facility and 
in either blue or yellow. The polysafe 
pallets can be easily transported by 
fork / pallet truck, eliminating the need 
for wooden pallets to be placed 
underneath the unit.

Specifications 

Polysafe Pallet 2.2		
Dimensions W1200mm 
x D800mm x H350mm
Maximum Load 600Kg		
Sump Capacity 225 litres

Takes 2 x 200 Ltr drums or 6 x 25 Kg kegs

Polysafe Pallet 2.4-R
Dimensions W2395mm 
x D815mm x H350mm
Maximum Load 1200Kg
Sump Capacity 405 litres

Takes 4 x 200 Ltr drums
or 14 x 25 Kg kegs

Description	 Order Code	 Price
15 Litre Spill Kit	 SKS04090	 £20.15
30 Litre Spill Kit	 SKS04090/01	 £37.98
90 Litre Spill Kit	 SKS04090/02	 £133.30
250 Litre Spill Kit	 SKS04090/03	 £496.00
500 Litre Spill Kit	 SKS04090/04	 £914.50

A range of portable chemical spill kits that provide a cleaning 
up solution for accidental chemical leaks or spillages.
The kits come in the following sizes:
15 Litre Contains
1 x Bag, 2 x Sorbent Minibooms, 15 x Sorbent Pads, 2 x 
Disposable Bags & Ties, 1 x Instruction Sheet
30 Litre Contains
1 x Bag, 4 x Sorbent Minibooms, 25 x Sorbent Pads, 4 x 
Disposable Bags & Ties, 1 x Instruction Sheet
90 Litre Contains
1 x Plastic Container, 1 x Caution Tape, 1 x Wall Bracket, 
1 x 5 Litre Granules, 12 x Sorbent Minibooms, 65 x Sorbent 
Pads, 5 x Disposable Bags & Ties, 1 x Instruction Sheet
250 Litre Contains
1 x Wheeled Container, 1 x Caution Tape, 1 x 5 Litre 
Granules, 40 x Sorbent Minibooms, 100 x Sorbent Pads, 
100 x Sorbent Sheets, 1 x Sorbent Boom, 10 x Disposable 
Bags & Ties, 1 x Instruction Sheet
500 Litre Contains
1 x Wheeled Container, 1 x Caution Tape, 2 x 5 Litre 
Granules, 60 x Sorbent Minibooms, 200 x Sorbent Pads, 
100 x Sorbent Sheets, 2 x Sorbent Booms, 1 x 44 meter 
Sorbent Roll, 25 x Disposable Bags & Ties, 1 x Instruction 
Sheet

POLYSAFE PALLETS SPILL KITS

Description	 Order Code	 Price
200 x Sorbent Sheets 	 SKS04090/05	 £58.90
100 x Sorbent Pads	 SKS04090/06	 £55.80
1 x Sorbent Roll	 SKS04090/07	 £61.83
25 x Sorbent Minibooms	 SKS04090/08	 £86.18
1 x Sorbent Boom	 SKS04090/09	 £24.52
1 x 5 Litre Granules	 SKS04090/10	 £24.03

SPILL KIT TOP UPS

Polysafe Pallet 2.4
Dimensions W1200mm 
x D1200mm x H265mm
Maximum Load 1200Kg
Sump Capacity 225 litres

Takes 4 x 200 Ltr drums or 9 x 25 Kg kegs
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Chemical Storage Chemical Storage

MC CABINETS
A range of cabinets for compliant storage of kegs, drums and IBC’s that contain water or cleaning chemicals. 
The cabinets are constructed from galvanised sheet steel for optimal corrosion protection making them ideal 
for outside use. They come with lockable doors, integral sump, 100mm forklift pockets to allow the cabinet to 
be lifted by a forklift truck and can be uninsulated or insulated. Optional extras include polyethylene sump liners 
to ensure protection from aggressive chemicals and a dispensing platform.

Uninsulated

Dimensions External 
W1590mm x D1920mm x H2810mm

Dimensions Internal  
W1345mm x D1575mm x H1935mm

Weight / Load Capacity 520kg / 2000 kg

This cabinet allows the storage of up to 8 x 200 litre 
drums or 2 x IBC’s, or a combination of both and has 
a 1,250 litre sump capacity. The cabinet comes fully 
assembled.

Uninsulated

Dimensions External 
W3020mm x D1920mm x H2490mm

Dimensions Internal 
W2770mm x D1575mm x H1935mm

Weight / Load Capacity 815kg / 4000 kg

Insulated

Dimensions External 
W3020mm x D1850mm x H2500mm

Dimensions Internal 
W2770mm x D1365mm x H1935mm

Weight / Load Capacity 1040kg / 4000 kg

Description	 Order Code	 Price

MC 1.10 Cabinet (uninsulated)	 SKS04202	 £2,729.30

MC 1.10 Cabinet (insulated)	 SKS04202/00	 £4,033.30

Dispensing Platform (for one IBC)	 SKS04202/01	 £282.90

Polyethylene Sump Liner	 SKS04202/02	 £422.30

Description	 Order Code	 Price
MC 2.10 Cabinet (uninsulated)	 SKS04200	 £4,126.20
MC 2.10 Cabinet (insulated)	 SKS04200/00	 £5,869.60
Dispensing Platform (for one IBC)	 SKS04200/01	 £282.90
Polyethylene Sump Liner	 SKS04200/02	 £507.80

Integral 
sump

MC 1.10 CABINET

Insulated

Dimensions External 
W1590mm x D1850mm x H2830mm

Dimensions Internal 
W1345mm x D1365mm x H1935mm

Weight / Load Capacity 680kg / 2000 kg

This cabinet allows the storage of up to 4 x 200 litre drums or 1 x IBC and has a 1,100 litre sump capacity. 
The cabinet comes fully assembled.

MC 2.10 CABINET

Description	 Order Code	 Price

Polysafe Depot No Shelves	 SKS04206	 £863.16

Polysafe Depot With 1 Shelf  	 SKS04206/00	 £931.79

Polysafe Depot With 2 Shelves	 SKS04206/01	 £1030.98

A range of chemical storage cabinets / containers for the safe storage 
of IBC’s, 200 litre drums and 25 litre kegs. They are manufactured 
from galvanised sheet steel and are available fully open or with either 
wing or sliding doors. 

Due to the large range of chemical storage cabinets / containers 
available we are unable to list all of the different sizes and options 
and therefore these items can be specified and priced by contacting 
ourselves.

A chemical storage facility for internal or external use manufactured from chemical 
resistant polyethylene.

The unit comes with a lockable roller shutter door and polyethylene grid above the 
225-litre sump. It is available with or without one or two polyethylene gridded shelves. 

Dimensions External 
W1520mm x D1010mm x H1700mm

Dimensions Internal Height is 1250mm
Sump Capacity 225 Litres

POLYSAFE DEPOT

STORAGE CONTAINERS
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Hose Racks, Keg Racks & Trolleys

A pair of robust stainless steel chemical keg transfer 
trolleys, which are designed to enable the safe 
transportation of 25kg kegs. They come with non 
marking nylon wheels. Available in a single or double 
variant.

Description	 Order Code	 Price

Single	 SKS02230	 £117.13
Stainless	
Steel Keg
Trolley		

Double	 SKS02231	 £178.32
Stainless	 
Steel Keg
Trolley

A range of robust stainless steel wall mounted keg racks, complete with locking bar (holds 25-litre containers).

Description	 Order Code	 Price

St/St Single Keg Rack	 SKS02310	 £125.86

St/St Single Locking Bar (spare)	 SKS02310/02	 £8.55

St/St Double Keg Rack	 SKS02311	 £148.80

St/St Double Locking Bar (spare)	 SKS02311/01	 £12.65

St/St Triple Keg Rack	 SKS02315	 £162.15

St/St Triple Locking Bar (spare)	 SKS02315/01	 £21.70

Brass Body/St/St Shackle Padlock	 SKS02316	 £10.18

HOSE RACKS

Stainless steel wall mounted hose racks, for neat 
storage of washdown hose.

Description	 Order Code	 Price

225mm St/St	 SKS02301	 £54.25
Hose Rack	

Description	 Order Code	 Price

400mm St/St	 SKS02301/01	 £57.40
Half Moon
Hose Rack

KEG RACKS

CHEMICAL KEG TROLLEYS

Ordering
& Terms & Conditions

All goods are supplied by Holchem Laboratories to you 
(The Purchaser) on the following terms and no person 
in the employment of Holchem Laboratories or acting 
or purporting to act as its Agent has any authority to 
supply goods or accept orders for goods on any other 
terms or to vary them in any way whatsoever.  Acceptance 
of goods by The Purchaser shall be conclusive proof 
before any court that these terms apply to that contract 
for sale of goods.
All equipment will be supplied in accordance with each 
individual manufacturers warranty and any claims will 
be strictly carried out to this warranty.
Holchem will endeavour to advise suitability of 
equipment for each individual customers needs, but it 
is the sole responsibility of the customer, prior to 
ordering, to evaluate the suitability of the said equipment 
for the purpose intended.
Prices are strictly net and payment is due within 30 
days of the invoice date.

All prices and delivery charges shall be those ruling at 
date of despatch unless otherwise agreed and shall be 
subject to alteration without notice, although we will 
give reasonable notice of alterations wherever possible.
Unless otherwise arranged, delivery will be made by 
method we consider most suitable, and if delays in 
delivery are due to factors outside our control we shall 
be allowed a reasonable extension time.  If consignments 
are delivered damaged or with part contents missing 
they must be signed for accordingly and notification 
sent in writing to Holchem Laboratories within 5 days 
of delivery.
Equipment specifications may be changed by Holchem 
Laboratories without notice, to improve products or 
because of unavailability of original parts or materials, 
but we will ensure that the products remain suitable in 
our opinion for the purpose for which they were originally 
designed.

All goods which are subject of any agreement for sale 
by Holchem Laboratories to The Purchaser shall be at 
risk of The Purchaser as soon as they are delivered, to 
his premises or otherwise to his order but all such 
goods shall remain as sole and absolute property of 
Holchem Laboratories as legal and equitable owner 
until such time as The Purchaser shall have paid to 
The Company the invoice price. Until such time as the 
property in the goods referred passes to The Purchaser, 
The Purchaser acknowledges that he is in possession 
of such goods solely as Bailee for Holchem Laboratories 
and that he will store them at his premises separate 
from other goods and that Holchem Laboratories may 
enter upon any part of the Purchasers premises with 
such transport as maybe necessary and may re-possess 
the same.
These Terms and Conditions are governed by English 
law.

TERMS & CONDITIONS

Carriage £9.95 on all orders under £200. Free delivery on orders over £200.

Sub Total

VAT

Carriage

Invoice Total

ORDER FORM

 	 Order code	 Description	 Qty	 Price each	 Total

Signature                    						 Date

Print Name							 Order No.

To Order: Phone 01706 238520   Fax: 01706 238521  Email: engineeringsales@holchem.co.uk 
Post: Engineering Dept., Premier House, 175 Grane Road, Haslingden, Rossendale, Lancashire BB4 5ER
Web: www.holchemwhce.co.uk

Please photocopy this order form prior to use

Goods to be sent for the attention of:

Customer details

Name

Address	

Post Code

Daytime Tel. No.

Delivery Details (If different from customer details)

Name

Address	

Post Code

Daytime Tel. No.



Premier House, 
175 Grane Road, Haslingden,

Rossendale, Lancashire
 BB4 5ER

Telephone 01706 238520    
Fax. 01706 238521

E-mail: engineeringsales@holchem.co.uk
Web: www.holchemwhce.co.uk


