
HD Recording Inspection Camera 

 

SKU: AVB-9170 

The MVB-9170 is an essential tool for anyone looking to enhance their inspection capabilities. 
This versatile device features a high-definition camera that excels in recording video and taking 
pictures in hard-to-reach places. When combined with a flexible 1-metre cable, this camera can 
easily navigate through pipes, 
walls, and other confined spaces, making it the perfect tool for inspection tasks in industrial, 
automotive, and residential environments. 

 
Unique winding method is convenient for users to operate 
Flexible 1-metre cable for camera 
5-inch LCD screen presents clear and crisp visuals for users 
High-quality CMOS sensor resolution is 1280 x 720 pixels 
Video snapshots and recording help users capture everything 
Third-gear LED light brightness adjustment 
Camera hose waterproof to IP-67 rating 
Compatible with 1-metre/5-metre hoses 
4000mAh 21700 lithium battery 

 
Supplied with: Charger kit, mirror, hook clip, magnet and USB interface 

AVB-9170 (Monitor) 

Operation Temperature –10～ +50℃ 

Storage Temperature - 20～ +60℃ 

Operation Humidity 5%～ 85% RH 

Max Current 650 ±10mA 

Display Size 5" TFT LCD monitor 

Screen Resolution 480(RGB) x 854 

Image Zoom x1.5, x2, x3, x4 

Snapshot Format JPG 

Video Format MOV 

TF Card Support Capacity 4~256G 

Power 4000mAh 21700 lithium battery 

AVB-9170 (Camera) 

Camera Head Diameter φ8mm 

Image Sensor CMOS 



HD Recording Inspection Camera 

 

Effective Pixel 1280 x 720px 

FOV 77 ±2° 

Waterproof Level IP-67 (Camera only) 

 


